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INDUSTRIES oleocon.com.tr OLEOCON.

WHAT
WE DO

OIL & GAS CONCRETE VEHICLES —f;\\

Oleocon couplings are used in exploration, extraction, Oleocon couplings are present on vehicles hydraulic
field services (upstream), storage and conveyance applications systems, to connect different tools or
(downstream) of crude oil and natural gas. trailers. Oleocon products are particularly appreciated
by body manufacturers for their high performances
and for their ability to withstand heavy duty

applications.

EARTH MOVING VEHICLES

Oleocon couplings are suitable for systems and Oleocon coupling are used on water and water glycol
products related with controlling mobile equipment cooling system machineries.

used in off-highway applications. Oleocon products

have been successfully proven for years in heavy duty

applications and in connect under pressure conditions.
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BALL VALVES

MULTI-COUPLINGS

FLAT FACE
SO 16028

FLAT FACE SCREW

POPPET SCREW
SO 14541

POPPET TYPE
ISO 7241-A

POPPET TYPE
SO 7241-B

PUSH PULL
ISO 7241-A

DUST COVERS

2 WAY BALL VALVES

3 WAY BALL VALVES

STRAIGHT SWIVEL JOINTS

01-04

05-22

23-24

25-42

43-70

71-74

75-78

79- 82

83- 86

87-92

93- 94

95- 96

97-98

99-100

101-102

103-104

105- 106

107-108

109-110

111-114

115-116

ELBOW SWIVEL JOINTS

UNIDIRECTONAL FLOW
CONTROL VALVES

BIDIRECTIONAL FLOW
CONTROL VALVES

DOUBLE ACTING HAND PUMPS
SUITABLE FOR SINGLE ACTING CYLINDERS

SINGLE ACTING HAND PUMPS
SUITABLE FOR SINGLE ACTING CYLINDERS

DOUBLE ACTING HAND PUMPS
SUITABLE FOR DOUBLE ACTING CYLINDERS

CHECK VALVES

HOSE BURST SAFETY VALVES

DOUBLE ACTING PILOT
OPERATED CHECK VALVES

PRESSURE RELIEF VALVES
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V5P-F-C-UK Female 3 x 6.3 Couplings 6.3 Couplings 9/16"-18 Unf
6,3&10 VEP-F-CG-UKUL Female 3 x 6.3 Couplings & 2x10 Couplings 6,3 Couplings 9/16"-18 Unf & 10 Couplings 3/4"-16 Unf
e o Operation Working 10 V5P-F-G-DC Female 2x10 Couplings 10 Couplings G1/2"
Threads Type Pressure Temperature V5P-F-B-DA Female 2x6.3 Couplings 6,3 Couplings G1/4"
BSP NPT SAE Flot Face Up to from 20 °C to +100 °C. 6.3 V5P-F-B-UK Female 2x6.3 Couplings 6.3 Couplings 9/16"-18 Unf
Metrics 065000 s (from -4 °F to +212 °F). 0 VEP-F-AG-UKUL Female 1x8,3 Couplings & 2x10 Couplings 6,3 Couplings 9/16"-18 Unf & 10 Couplings 3/4"-16 Unf
MAIN APPLICATIONS 0 V5P-F-BG-UKUL Female 2x6.3 Couplings & 2x10 Couplings 6.3 Couplings 9/16"-18 Unf & 10 Couplings 3/4"-16 Unf
V5P-F-CG-DADC Female 3 x 6.3 Couplings & 2x10 Couplings 6.3 Couplings G1/4" & 10 Couplings G1/2"
VBP-F-C-LS Female 3 x 6.3 Couplings 6.3 Couplings M14x1,5(8L)
63810 VBP-F-CG-LSDC Femalle 363 Caupligs v&: 2:40 Couplings 6.3 Couplings M14xL 5(8L) & 10 Couplings G1/2"
V5P-M-B-UK Male 2¢6,3 Couplings 6,3 Couplings 9/16"-18 Unf
6.3 VEP-M-C-UK Male 3x6,3 Couplings 6.3 Couplings 9/16"-18 Unf
0 V5P-M-BG-ULUK Male 2463 Couplings & 2x10 Couplings 6.3 Couplings 3/4-16 Unf & 10 Couplings 9/16"-18 Unf
V5P-M-CG-ULUK Male 3x6,3 Couplings & 2x10 Couplings 6.3 Couplings 9/16"-18 Unf & 10 Couplings 3/4"-16 Unf

Large range of configuration options to fulfill various customer requests
Flat face design to reduce contamination of circuits 5,3&10 V5P-M-CG-DADB Male 38,3 Couplings & 2x10 Couplings 6.3 Couplings G1/4" & 10 Couplings G1/2"
Connects under residual pressure

Mechanical connection eliminates brinneling effect

Safety lock prevents unwanted disconnection

Simple to use with a single movement applied by one arm only

Ease of maintenance and replacement of quick couplings

Cap and parking station are available

Possible to integrate hydraulic lines with pneumatic lines, water cooling or electrical connector in the same multiconnection

A defect, wrong choice or an improper use of product, can cause injury to persons, animals and objects.

Never connect or disconnect under dynamic pressure (E.g. pump on).

Do not expose the female coupling to high impulse pressure when disconnected.

Do not connnect or disconnect with flow and/or pressure in the circuit.

Do not connnect or disconnect when the temperature inside the circuit is higher than 80 °C (176 °F).

Check the maximum allowable operating pressure of the port in use.

Make sure that the medium used is compatible with the seal and the material of the product, as indicated for each series.

In case of doubt, please contact Oleocon Technical Support Serivce.

It is mandatory to read and follow the instructions.

Last updated version of the Instructions apply at time of installation. Make sure to check the latest Instructions on Oleocon website (oleocon.com.tr) before

Minimizes time to change different attachments

Eliminates the risk of mismatching the hydraulic connections
Reduces the assembly space necessary for the hydraulic connections
Easy to mount on new equipment or retrofit on pre-existing system
Heater, sensor, indexator key or other devices can be integrated
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selecting or using Oleocon products.
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H4P

TECHNICAL FEATURES AND OPTIONS

Interchange Mechanical
Connection
Market Internal cams and
locking pins
(@)
Avaible Valve
Threads Type
BSP NPT SAE Flat Face

Metrics

MAIN APPLICATIONS

Large range of configuration options to fulfill various customer requests
Flat face design to reduce contamination of circuits

Connects under residual pressure

Mechanical connection eliminates brinneling effect

Safety lock prevents unwanted disconnection

Simple to use with a single movement applied by one arm only

Ease of maintenance and replacement of quick couplings

Cap and parking station are available

How to
Disconnect

By rotating the lever after

Operation
Pressure

Up to
350 bar/5000 psi

MULTI-COUPLING

*H4P - C Dust Cap

*H4P -M-1-D
Parking Station

Under Residual
Pressure

Connectable with

disengaging the locking system residual pressure in both

Working
Temperature

from -20 °C to +100 °C
(from -4 °F to +212 °F).

Possible to integrate hydraulic lines with pneumatic lines, water cooling or electrical connector in the same multiconnection

Minimizes time to change different attachments

Eliminates the risk of mismatching the hydraulic connections
Reduces the assembly space necessary for the hydraulic connections
Easy to mount on new equipment or retrofit on pre-existing system
Heater, sensor, indexator key or other devices can be integrated

WARNING
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RIPTION CIOUPLING THREAD SIZE(B)

H4P-F-I-LY Female 4x10 Couplings 10 Couplings M22x1,5(15L)
H4P-F-I-DC Female 4x10 Couplings 10 Couplings G1/2"
H4P-F-1-DB Female 4x10 Couplings 10 Couplings G3/8"
H4P-F-I-PP Female 4x10 Couplings 10 Couplings 13/16"-16 UN Male
H4P-M-I-LY Male 4x10 Couplings 10 Couplings M22x1,5(15L)
H4P-M-I-DC Male 4x10 Couplings 10 Couplings G1/2"
H4P-M-G-LY Male 2x10 Couplings 10 Couplings M22x1,5(15L)
H4P-M-I-UP Male 4x10 Couplings 10 Couplings 13/16"-16 UN
H4P-M-1-DB Male 4x10 Couplings 10 Couplings G3/8"
H4P-M-I-HC Male 4x10 Couplings 10 Couplings G1/2" Female Swivel Nut

A defect, wrong choice or an improper use of product, can cause injury to persons, animals and objects.

Never connect or disconnect under dynamic pressure (E.g. pump on).

Do not expose the female coupling to high impulse pressure when disconnected.

Do not connnect or disconnect with flow and/or pressure in the circuit.

Do not connnect or disconnect when the temperature inside the circuit is higher than 80 °C (176 °F).

Check the maximum allowable operating pressure of the port in use.

Make sure that the medium used is compatible with the seal and the material of the product, as indicated for each series.

In case of doubt, please contact Oleocon Technical Support Serivce.

It is mandatory to read and follow the instructions.

Last updated version of the Instructions apply at time of installation. Make sure to check the latest Instructions on Oleocon website (oleocon.com.tr) before

selecting or using Oleocon products.
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PRODUCTS

FLAT FACE - QCF SERIES
BSP

CLICK HERE
FOR 3D SECTION

Carbon Steel
Stainless Steel
Brass

@
® -

Up to 1891/ min

®

NBR - FKM

Locking Ball System
+Safety Lock

-20°C/+90°C

Connetion: Not Allowed

BSP - NPT - Metric - SAE Disconnection: Not Allowed

@ Up to 250 Bar
@ Flat Face

1SO 6,3-25
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OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Flat face design prevents dirt and dust accumulation in the system.

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection

- Laminar flow prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Safety lock feature prevents accidental disconnection

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

TECHNICAL DRAWING

‘ COUPLING

DESCRIPTION ‘ GENDER

) QCF-6A-G14 FEMALE
’° QCF-6B-G14 MALE

QCF-10A-G38 FEMALE
QCF-10B-G38 MALE

10 QCF-10A-G12 FEMALE
QCF-10B-G12 MALE

QCF-12A-G38 FEMALE
QCF-12B-G38 MALE

o QCF-12A-G12 FEMALE
e QCF-12B-G12 MALE

QCF-12A-G34 FEMALE
QCF-12B-G34 MALE

QCF-19A-G34 FEMALE
QCF-19B-G34 MALE

19 QCF-19A-G1 FEMALE
QCF-19B-G1 MALE

QCF-25A-G1 FEMALE
QCF-25B-G1 MALE

25 QCF-25A-G114 FEMALE
QCF-25B-G114 MALE

ISO 1179-1 BSPP

315 4568 315

25 3625 25
25 3625 25
25 3625 25
20 2900 20
RATED FLOW
PRES DROP VI
6 100 T
10 100 23
1 100 45
19 100 100
25 100 189

3

b

4568
3625
3625
3625
2900

264

506

9,91
22,02
4162

Hex

mm
26
26
30
30
30
30
36
36
36
36
36
36
41
41
41
41
50
50
55
55

1.02
1.02
118
118
118
118
141

141
141
141

161
161
161
161
1.96
1,96
216
216

‘ THREAD ‘

1/4
1/4
3/8
3/8
1/2
1/2
3/8
3/8
1/2
1/2
3/4
3/4
3/4
3/4

11/4
11/4

4568
3625
3625
3625
2900

0.02
0.035
0,07
0.15
0.25

OLEOCON .

[E ]

DIAMETER

inch ‘ mm

28 11 € 72
1615 064 H 62
32 1256 C 84
19.7 077 H 74
32 125 C 83
19.7 077 H 73
38 149 C °e
245 096 H 82
38 149 C 98
245 096 H 82
38 149 C 98
245 096 H 81
461 181 C 116
299 117 H 97
461 181 C 115
299 117 H 96
55 216 C 123
36 141 H 106
55 216 C 121
36 141 H 104

2.83 0.23 0.5
244 0.15 0.33
3,30 0.37 081
2,91 0.24 052
3.26 0.35 0.77
2.87 0.22 048
39 0.64 141
323 041 0.9
369 0.63 138
3.22 0.4 0.88
3.85 0i59 1.27
318 0.35 0.77
4,56 0.98 215
3,81 0,58 1.27
452 0.92 2,02
377 0,52 114
4.84 148 3125
417 0.89 1,95
4,76 1.37 3,01
4,09 0.78 171

BURST PRESSU

COUPLE

126
100
100
100
80

18270 126 18270 126 18270
14500 100 14500 100 14500
14500 100 14500 100 14500
14500 100 14500 100 14500
11600 80 11600 80 11600

CONNECTING FORCE

140 SIS
170 382
190 42,69
220 49,43

250 56,17

DISCONNECTING FORCE

40 ©

40 8,98
50 11,23
70 1573
80 17.97
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FLAT FACE - QCF SERIES TECHNICAL DRAWING
NPT
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Hex BEAD DIAMETER LENGTH

PRODUCT CODE

mm = mm inch mm inch

QCF-6A-NPT14 FEMALE A 26 102 1/4 D 28 11 C 72 283 023 05
06
QCF-6B-NPT14 MALE E 26 102 /4 F 1615 064 H 62 244 0.15 0,33
CLICK HERE QCF-10A-NPT38 FEMALE A 30 118 3/8 D 32 125 C 84 330 0,37 0.81
QCF-10B-NPT38 MALE E 30 118 3/8 F 197 077 H 74 291 0,24 0,52
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION | r0 | | |
10 QCF-10A-NPT12 FEMALE A 30 118 1/2 D 32 125 C 83 326 0.35 077
QCF-10B-NPT12 MALE E 30 118 1/2 F 197 077 H 73 287 0.22 048
Material
Locking Mechanism Flow Rate Carbon Steel QCF-12A-NPT12 FEMALE A 36 141 1/2 D 38 149 C 99 389 063 1.38
Locking Ball System Up to 1891/ min Stainless Steel
+Safety Lock Brass QCF-12B-NPT12 MALE E 36 141 1/2 F 245 096 H 82 322 0.4 0.88
125 QCF-12A-NPT34 FEMALE A 36 141 3/4 D 38 149 C 98 385 0,59 127
@ Working Temperature e o to Connect QCF-12B-NPT34 MALE E 36 141 3/4 F o245 096 H 81 318 035 0.77
-209C / +90 °C e
QCF-19A-NPT34 FEMALE A4 161 3/4 D 461 181 C 116 456 0,98 215
) QCF-19B-NPT34 MALE £ 4 161 3/4 F 2909 117 H 97 381 0,58 1.27
Operating Pressure Available Threads Under Residual Pressure
Connetion: Not Allowed 19 QCF-19A-NPT1 FEMALE A 4 161 1 D 461 181 C 115 452 0,92 2,02
Up to 250 Bar BSP - NPT - Metric - SAE Disconnection: Not Allowed - ' ' ' ' ' '
QCF-198-NPT1 MALE E 41 161 1 F 209 117 H 9 377 052 114
QCF-25A-NPT1 FEMALE A 50 196 1 D 55 216 C 123 484 148 325
Body Sizes © Sealing Description Valve Type
IS0 6.3-25 NBR - KM Flat Face QCF-25B-NPT1 MALE E 50 196 1 F 36 141 H 106 417 0,89 195
QCF-25A-NPT114 FEMALE A 55 216 11/4 D 55 216 C 121 476 1,37 3,01
QCF-25B-NPT114 MALE E 55 216 11/4 F 36 141 H 104 409 078 171
MAIN APPLICATIONS ASMEBLZ0LNPT
BURST PRESSURE
@ = UP COUPLE FEMALE
OO~ @ é ¢ MPa PS MPa pS
CONCRETE CHEMICAL 6 315 4568 315 4568 315 4568 126 18270 126 18270 126 18270
VEHICLES INDUSTRY
10 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

- Flat face design prevents dirt and dust accumulation in the system.

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection. 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Laminar flow prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to

enter into the system.
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- Please make sure that the male and female parts are aligned properly to achive full connection.
- Safety lock feature prevents accidental disconnection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure

* Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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PRODUCTS

FLAT FACE - QCF SERIES
UNF

CLICK HERE

TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION

Material
Carbon Steel
Stainless Steel

Flow Rate
Up to 1891/ min

Locking Mechanism
Locking Ball System

+Safety Lock Brass

Interchange

16028

How to Connect
Push

Working Temperature
-20°C/+90°C

Under Residual Pressure
Connetion: Not Allowed
Disconnection: Not Allowed

Available Threads
BSP - NPT - Metric - SAE

Operating Pressure

Up to 250 Bar

@O®

© © © ®

Body Sizes Sealing Description \F/ulvFe Type
ISO 6.3-25 NBR - FKM lat Face
MAIN APPLICATIONS

CONCRETE CHEMICAL
VEHICLES INDUSTRY
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WARNING

- Flat face design prevents dirt and dust accumulation in the system.

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection.

- Laminar flow prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system.

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Safety lock feature prevents accidental disconnection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

TECHNICAL DRAWING

0o

19

N

[6a]

1SO 11926-1

QCF-6A-SAE4

QCF-6B-SAE4
QCF-10A-SAE6
QCF-10B-SAE6
QCF-10A-SAE8
QCF-10B-SAE8
QCF-12A-SAE8
QCF-12B-SAE8

QCF-12A-SAE12
QCF-12B-SAE12
QCF-19A-SAE12
QCF-19B-SAE12
QCF-25A-SAE16
QCF-25B-SAE16
QCF-25A-SAE20
QCF-25B-SAE20

315 4568
25 3625
25 3625
25 3625
20 2900

315
25
25
25
20

FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE

4568
8625
3625
3625
2900

SO0

SO

SOBBEL.

e

if

1,02
1,02
118
118
118
118
141
141

141

161
161
1.96
1,96
216
216

4568
3625
3625
3625
2900

7/16 UNF
7/16 UNF
9/16 UNF
9/16 UNF
3/4UNF
3/4 UNF
3/4 UNF
3/4 UNF
11/16 UN
11/16 UN
11/16 UN
11/16 UN
15/16 UN
15/16 UN
15/8 UN
15/8 UN

126
100
100
100
80

D 28
F 1615
D 32
F 19.7
D 32
F 19.7
D 38
F 245
D 38
F 245
D 46.1
F 299
D &5
F 36
D 55
F 36

18270
14500
14500
14500
11600

216
141
216

141

116
97
123
106
121

r O T O T O T O T O T O T O T O
[<e}
[e0)

104

FEMALE

MPa

126
100
100
100
80

18270
14500
14500
14500
11600

2,87
248
3.30
2,91
3.26
2.87
8I89
3.22
3,85
318
4,56
3,81
4.84
417
4,76
4,09

126
100
100
100
80

0.25
0.41
0.26
0.65
042
0.63
0.39
0.99

0.6
1,52
0,92
142
082

18270
14500
14500
14500
11600
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PRODUCTS

FLAT FACE - QCF SERIES
BSP MALE A E

TECHNICAL DRAWING

3!

LN

.00,

OUPLING DIAMETER LENGTH
GENDER T — T
QCF-6A-G14M FEMALE A 26 102 1/4 D 28 11 C 83 327 025 055
QCF-6B-G14M MALE E 26 102 1/4 F 1615 064 H 73 287 017 037
QCF-10A-G38M FEMALE A 30 118 3/8 D 32 125 C 8 330 039 0858
CLICK HERE ; QCF-10B-G38M MALE E 30 118 3/8 F 197 077 H 74 291 025 055
QCF-10A-G12M FEMALE A 30 118 12 D 32 125 C 83 326 04 0.88
TECHNICAL FEATURES AND OPTIONS FOR SDSECTION QCF-10B-G12M MALE E 30 118 12 F 197 077 H 73 28 026 0572
QCF-12A-G12M FEMALE A 36 141 12 D 38 149 C 99 389 064 1408
@ Locking Mechanism Flow Rate "Cdo:beonIStee\ e QCF-12B-G12M MALE 36 141 12 245 096 H 82 322 041 0902
Lockng Bol System @ Up to 1891/min cronless el - QCF-12A-G34M FEMALE 3% 141 3/4 38 149 C 98 385 064 1408
QCF-12B-G34M MALE 3% 141 3/4 245 096 H 8 318 04l 0902
@ Worling Temperature Intcchange How o Connc QCF-19A-G34M FEMALE 4 16l 3/4 461 181 C 116 456 098 2156
-20°C/+0°C - QCF-198-G34M MALE 41 181 3/4 209 117 H 97 38 06 132
o QCF-19A-GIM FEMALE A 41 161 1 D 461 181 C 115 452 099 2178
@ Operating Pressure @ Available Threads e e R QCF-198-GIM MALE E 4 16l 1 F 209 117 H 9 377 081 1342
Up to 250 Bor SRR et oA Disconnection: Not Alloved QCF-25A-GIM FEMALE A 50 196 1 D 55 216 C 123 484 164 3608
y QCF-25B-GIM MALE E 50 19 1 F 3 141 H 106 417 096 2112
:’gg 5325 Sealing Description L . QCF-25A-G114M FEMALE A 55 216 11/4 D 55 216 C 121 476 155 341
o e QCF-25B-G114M MALE E 55 216 114 F 36 141 H 104 409 097 2134
ISO 8434-6
JURST P
MAIN APPLICATIONS -

FEMALE

FEMALE

PS MPa
@ @ é 6 315 4568 315 4568 315 4568 126 18270 126 18270 126 18270
OO 10 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
CONCRETE CHEMICAL
VEHICLES INDUSTRY 1 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

- Flat face design prevents dirt and dust accumulation in the system.

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection.

- Laminar flow prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system.
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- Please make sure that the male and female parts are aligned properly to achive full connection.
- Safety lock feature prevents accidental disconnection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING

11 12
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PRODUCTS

FLAT FACE - QCF SERIES

METRIC (L)

Locking Mechanism

Locking Ball System
+Safety Lock

Working Temperature
-20°C/+90°C

Operating Pressure

Up to 250 Bar

Body Sizes
1SO 6.3-25

©@©OO

MAIN APPLICATIONS

Flow Rate
Up to 1891/ min

Interchange

16028

Available Threads
BSP - NPT - Metric - SAE

Sealing Description

NBR - FKM

CLICK HERE
FOR 3D SECTION

Material
Carbon Steel
Stainless Steel
Brass

How to Connect
Push

Under Residual Pressure
Connetion: Not Allowed

Disconnection: Not Allowed

Valve Type
Flat Face

20 &

CONCRETE
VEHICLES

TECHNICAL DRAWING

10

ISO 8434-1

CHEMICAL
INDUSTRY

Z
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£

WARNING

- Flat face design prevents dirt and dust accumulation in the system.

- Laminar flow prevents pressure drops and turbulences.
- Durable, safe, compact and easy to use design.

enter into the system.

- Safety lock feature prevents accidental disconnection.

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.
- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.
- Make sure the system pressure is below the maximum working pressure.
- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system
- Please contact OLEOCON technical support for any further questions.

13

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to

A

QCF-6A-8L
QCF-6B-8L
QCF-6A-10L
QCF-6B-10L
QCF-10A-10L
QCF-10B-10L
QCF-10A-12L
QCF-10B-12L
QCF-10A-15L
QCF-10B-15L
QCF-12A-12L
QCF-12B-12
QCF-12A-15L
QCF-12B-15L
QCF-12A-18L
QCF-12B-18L
QCF-19A-18L
QCF-19B-18L
QCF-19A-22L
QCF-19B-22L
QCF-25A-28L
QCF-25B-28L

315 4568
25 3625
25 3625
25 3625
20 2900

FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE

FEMALE

a

315
25
25
25
20

PS

4568
3625
3625
3625
2900

mm
26
26
26
26
30
30
30
30
30
30
36
36
36
36
36
36
41
41
41
41
50
50

MPa

315
25
25
25
20

1,02
1,02
1,02
1,02
118
118
118
118
118
118
141
141
141
141
141
141
161
1.61
1,61
161
1,96
1,96

MALE

PSI
4568
3625
3625
3625
2900

M14*1.5
M1471.5
M16*1.5
M16*1.5
M16*1.5
M16*1,5
M18*1.5
M18*1.5
M22*1.5
M2271.5
M18*1,5
M18*1.5
M22*1.5
M2271.5
M26*1.5
M2671.5
M26*1.5
M26*1.5
M30*2
M30*2
M36*2
M36*2

DIAMETER

mm
28
16,15
28
16,15
32
19.7
32
19.7
32
19.7
38
245
38
245
38
245
461
299
461
299
55
36

COUPLE

MPa
126
100
100
100
80

PS
18270
14500
14500
14500
11600

inch
11
0.64
11
0,64
11,25
0.77
1.25
0.77
1.25
0.77
1,49
0.96
1,49
0.96
1,49
0.96
181
117
1,81
117
216
1,41

LENGTH

mm

@ 82
H 72
© 83
H 73
© 84
H 74
@ 83
H 73
€ 83
H 73
€ 99
H 82
€ 98
H 81
@ 98
H 81
€ 116
H 97
@ 115
H 96
@ 123
H 106

BURST PRESSURE

FEMALE
MPa PS
126 18270
100 14500
100 14500
100 14500
80 11600

126
100
100
100
80

0,63
0.4
0,98
0.6
0,97
0.59
15
0.92

18270
14500
14500
14500
11600
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FLAT FACE - QCF SERIES TECHNICAL DRAWING
METRIC (S) A B

DIAMETER LENGTH

mm h m ncn mm Inc h

o QCF-6A-85 FEMALE A 26 102 MI615 D 28 11 C 8 33 025 055
QCF-68-85 MALE E 26 102  MI615 F 1615 064 H 74 291 017 037
CLICK HERE " QCF-10A-125 FEMALE A 30 118  M2015 D 32 125 C 84 330 039 086
QCF-108-125 MALE E 30 118  M05 F 197 077 H 74 201 025 085
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION Seripons | FEME | A B L MEAE D @ D € @ m  Ga Ll
0 QCF-12B-16S MALE E 3 141  M2415 F 245 096 H 8 32 04 088
Material ' QCF-19A-20S FEMALE A 41 161 M302 D 461 18 C 116 456 089 218
\I_-:cl:(mggB'::\S:stemm o136 1/ i cobor Seel h” QCF-198-20S MALE Eoa 1l M302  F 299 117 H 97 38 061 134
*Sofety Lock Bross QCF-25A-255 FEMALE A 50 196  M362 D 55 216 C 123 484 158 348
QCF-25B-25S MALE E 50 196  M362  F 3 141 H 106 417 099 218
Working Temperature Ilrgg;éhunge How to Connect 1SO 8434-1

209C /+90°C Push

Available Threads
BSP - NPT - Metric - SAE

Connetion: Not Allowed / COUPLE FEMALE FEMALE

Up to 250 Bar Disconnection: Not Allowed

©@©OO

WORKING PRESSUR BURST PRESSURE
. Under Residual Pressure
@ Operating Pressure '

MPa PSI MPa PSI VIPa MPa PSI
6 315 4568 315 4568 315 4568 126 18270 126 18270 126 18270
Body Sizes Sealing Description Valve Type
IS0 6.3-25 NER - FEM Flat Face 10 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
MAIN APPLICATIONS Pl 20 2000 20 2900 20 2900 80 11600 80 11600 80 11600

A

CHEMICAL
INDUSTRY

CONCRETE
VEHICLES

- Flat face design prevents dirt and dust accumulation in the system.

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection.

- Laminar flow prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system.
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- Please make sure that the male and female parts are aligned properly to achive full connection.
- Safety lock feature prevents accidental disconnection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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FLAT FACE - QCF SERIES TECHNICAL DRAWING
METRIC (L) BULKHEAD

AARAIA

O
X3

e
BF

AOAAKAN
SO

WA

+

o

L)

AAAKARRRNAR
AAAAN
-

L)

|+I ‘l'l" '! ’.‘! ‘l! ‘!'l ‘l ""'.lll 1

AL X R X X o XX XX RN

Hex AD DIAMETER LENGTH

mm E . mm mm

QCF-6A-8L-BH FEMALE A 26 1,02 M14*15 D 28 11 C 106 417 0,27 0,59
QCF-6B-8L-BH MALE E 26 1,02 M14*15 F 1615 0.64 H 96 378 0.19 0.42
06
QCF-6A-10L-BH FEMALE A 26 1,02 M16*1,5 D 28 11 C 107 421 0.27 0,59
CLICK HERE QCF-6B-10L-BH MALE E 26 1,02 M16*1,5 F 1615 0.64 H 97 3.82 019 0,42
QCF-10A-10L-BH FEMALE A 30 118 M16*1,5 D 32 1.25 € 84 3.30 041 0.902
FOR 3D SECTION ' ' ' ' ' '
TECH NICAL FEATURES AND OPTIONS QCF-10B-10L-BH MALE E 30 118 M16*1,5 F 19,7 0,77 H 74 291 027 0,594
QCF-10A-12L-BH FEMALE A 30 118 M18*1.5 D 32 1.25 C€ 83 3.26 041 0.902
Locking Mechanism Flow Rate SN OB CCF108-12L-BH MALE  E 30 118 M8LsS F 197 077 H 73 287 027 0594
U 1891/
L e pron cranless el QCF-10A-15L-BH FEMALE A 30 118 M2215 D 32 125 C 8 326 044 0968
rass
QCF-10B-15L-BH MALE E 30 118 M22*1.5 F 19.7 0.77 H 73 2.87 0.29 0.638
@ Working Temperature ;rétg;éhﬂnge How to Connect QCF-12A-121-BH FEMALE A 36 141 M18*1.5 D 38 1,49 <€ 99 3.89 0,66 1,452
0 0 Push
-20°C/+90%C - QCF-12B-12 BH MALE E 36 141  MI8L5 F 245 096 H 8 322 043 0946
QCF-12A-15L-BH FEMALE A 36 141 M22*1,5 D 38 1.49 C 98 385 0,68 1,496
. Under Residual Pressure 12,5
@ Operating Pressure @ Available Threads Comem.dNO! ZHowed QCF-12B-15L-BH MALE E 36 141 M22115  F 245 096 H 81 318 045 0.99
BSP - NPT - Metric - SAE D Not Allowed
oo 2008 o peonnection e Aone QCF-12A-18L-BH FEMALE A 36 141 M26"5 D 38 149 C 98 385 07 154
QCF-12B-18L-BH MALE E 36 141 M26*1.5 F 245 0.96 H 81 318 0.47 1,034
i . L. Valve Type
@ :’525325 EBR'WF KD:ASCNPW [] Flot ;OCZP QCF-19A-18L-BH FEMALE A4l 161  M26*15 D 461 181 C 116 456 1,05 231
QCF-19B-18L-BH MALE E 41 1.61 M26*1.5 F 299 117 H 97 381 0.67 1,474
19
QCF-19A-221 -BH FEMALE A 41 161 M30*2 D 46,1 181 C 115 452 1,06 2,332
CF-19B-22L-BH MALE E 41 1.61 M30*2 F 299 117 H 96 3.77 0.68 1,496
MAIN APPLICATIONS °
QCF-25A-28L-BH FEMALE A 50 1,96 M36*2 D 55 216 C 123 4,84 1,63 3586
@ - QCF-25B-28L-BH MALE E 50 1,96 M36*2 F 36 1,41 H 106 417 1,04 2,288
@ é 1SO8434-1
CONCRETE CHEMICAL - '
VEHICLES INDUSTRY COUPLE vA COL VA
PSI
6 315 4568 315 4568 315 4568 126 18270 126 18270 126 18270
Z - Flat face design prevents dirt and dust accumulation in the system. -~
9 - Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection. 10 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
z + Laminar ﬂo;v prevents pressure drops and turbulences. 12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
- Durable, safe, compact and easy to use design. )
E - Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to 19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
o enter into the system. 25 20 2900 20 2900 20 2900 80
25 11600 80 11600 80 11600
= - Please make sure that the male and female parts are aligned properly to achive full connection.
z

- Safety lock feature prevents accidental disconnection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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PRODUCTS

FLAT FACE - QCF SERIES

METRIC (S) BULKHEAD

"
|

!

M

CLICK HERE

TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION

Material
Carbon Steel
Stainless Steel
Brass

Flow Rate
Up to 1891/ min

Locking Mechanism
Locking Ball System
+Safety Lock

Interchange

16028

How to Connect
Push

Working Temperature
-20°C/+90°C

Under Residual Pressure
Connetion: Not Allowed
Disconnection: Not Allowed

Available Threads
BSP - NPT - Metric - SAE

Operating Pressure

Up to 250 Bar

ONONCNC,
©©@©0®

Body Sizes Sealing Description \F/ulvFe Type
ISO 6.3-25 NBR - FKM lat Face
MAIN APPLICATIONS

CONCRETE CHEMICAL
VEHICLES INDUSTRY

- Flat face design prevents dirt and dust accumulation in the system

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection.

- Laminar flow prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system.
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- Please make sure that the male and female parts are aligned properly to achive full connection.
- Safety lock feature prevents accidental disconnection

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system
- Please contact OLEOCON technical support for any further questions.

WARNING
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TECHNICAL DRAWING
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)
X
-‘.'-'l

R R
DOUUOOOOUOOOU

.'-‘ |‘

“OUPLING H

GENDER mm

. QCF-6A-8S-BH FEMALE A 26 1,02 M16*1,5 D 28 11 @
0 QCF-6B-8S-BH MALE E 26 1,02 M16*1.5 F 16,15 0.64 H
~ QCF-10A-125-BH FEMALE A 30 118 M20°1.5 D 32 1.25 @
0 QCF-10B-125-BH MALE E 30 118 M20°1.5 F 19.7 0.77 H
QCF-12A-16S-BH FEMALE A 36 141 M24*1.5 D 38 149 ©
129 QCF-12B-165-BH MALE E 36 141 M24*1.5 F 24,5 0,96 H
) QCF-19A-20S-BH FEMALE A 41 1,61 M30*2 D 461 181 @
+ QCF-19B-20S-BH MALE E 41 1,61 M30*2 F 299 117 H
QCF-25A-255-BH FEMALE A 50 1,96 M36*2 D &k 216 @
QCF-25B-255-BH MALE E 50 1,96 M36*2 F 36 1.41 H
ISO 8434-1
BURST PRESS
FEMALE MALE COL FEMALE
MPa PSI MPa PSI
6 315 4568 315 4568 315 4568 126 18270 126 18270
10 25 3625 25 3625 25 3625 100 14500 100 14500
2.5 25 3625 25 3625 25 3625 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500
25 20 2900 20 2900 20 2900 80 11600 80 11600
20

LENGTH

mm

108
98
84
74
99
82
116
97

123

106

126
100
100
100
80

inch

425
3,86
3.30
291
3189
3.22
4,56
381
4.84
417

028
02
044
03
07
0.47
1,09
07
172
112

0,62
0,44
0,968
0,66
154
1034
2398
154
3.784
2,464
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PRODUCTS

FLAT FACE - QCF SERIES
UNF MALE A E

TECHNICAL DRAWING

1 OGO

Hex A DIAMETER LENGTH
SIZE(B) n
mm mm inch il
QCF-BA-MSAE6 FEMALE A 26 102 9/16-18UNF D 28 11 C 861 339 024 053
06
QCF-6B-MSAE6 MALE E 26 102 9/16-18UNF F 1615 064 H 761 3 016 035
QCF-10A-MSAE6 FEMALE A 30 118 9/16-18UNF D 32 125 C 84 330 039 0858
CLICK HERE QCF-10B-MSAE6 MALE E 30 118 O/16-18UNF F 197 077 H 74 291 024 0528
QCF-10A-MSAES FEMALE A 30 118 3/4-16UNF D 32 125 C 83 326 04 088
FOR 3D SECTION ' ' ' : '
TECHNICAL FEATURES AND OPTIONS QCF-10B-MSAE8 MALE E 30 118 34-16UNF F 197 077 H 73 287 025 055
QCF-10A-MSAE10 FEMALE A 30 118 7/814UNF D 32 125 C 83 326 04 088
Locking Mechanism Flow Rate Jeenel QCF-10B-MSAEL0 MALE  E 30 118 7/814UNF F 187 077 H 73 287 0.26 0572
Upto 1891/
L e pe Sronless sreel QCF-12A-MSAES FEMALE A 36 141 3/4-16UNF D 38 149 C 99 380 063 1386
QCF-12B-MSAES MALE E 36 141 3/4-16UNF F 245 096 H 82 322 04 088
125
@ Working Temperature e @ How to Connect QCF-12A-MSAE10 FEMALE A 36 141  7/8-14UNF D 38 149 C 98 385 064 1408
20°C /90t - QCF-12B-MSAE10 MALE E 36 141  7/8-14UNF F 245 096 H 81 318 041 0902
QCF-19A-MSAE12 FEMALE A 41 161 11/16-12UN D 461 181 C 116 456 1 22
Operating Pressure Available Threads Under Residual Pressure 19 : ) )
perating Connetion: Not Allowed QCF-19B-MSAE12 MALE £ 41 161 11/16-12UN 299 117 H 97 381 062 1364
Up to 250 Bar BSP - NPT - Metric - SAE Disconnection: Not Allowed
QCF-25A-MSAE16 FEMALE A 50 196 15/16-12UN D 55 216 C 123 484 156 3432
QCF-25B-MSAE16 MALE £ 50 196 15/16-12UN F 36 141 H 106 417 098 2156
Body Sizes Sealing Description Valve Type 1SO8434-2
1SO 6.3-25 NBR - FKM Flat Face
ORKING PR
FEMALE
MAIN APPLICATIONS MPa MPa PSI MPa MPa

) 6 315 4568 315 4568 315 4568 126 18270 126 18270 126 18270

@ ? 10 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

Lloo- 12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

CONCRETE CHEMICAL 19 25 3625 25 3625 29 3625 100 14500 100 14500 100 14500
VEHICLES INDUSTRY

25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

- Flat face design prevents dirt and dust accumulation in the system.

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection.

- Laminar flow prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system.
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- Please make sure that the male and female parts are aligned properly to achive full connection.

- Safety lock feature prevents accidental disconnection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING

21 22
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TECHNICAL FEATURES AND OPTIONS

Locking Mechanism
Screw to
Connect

Working Temperature
-20°C/+90°C

Operating Pressure

Up to 350 Bar

Available Sizes

From 1"to 1-1/4"

®
O,
O,
©

MAIN APPLICATIONS

©

© © © @

Flow Rate
Up to 1891/ min

Interchange
Oleocon

Available Threads
BSP

Sealing Description

NBR - FKM

CLICK HERE
FOR 3D SECTION

Material
Carbon Steel
Stainless Steel

How to Connect
Screw

Under Residual Pressure
Connetion: Both Side
Disconnection: Allowed

Valve Type
Flat Face

@
®
®
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WARNING

* Disconnection under residual pressure is allowed.

- Durable, safe, compact and easy to use design.

enter into the system.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection under residual pressure is allowed on both sides.

- Flat face design prevents dirt and dust accumulation in the system.

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Top quality elastomer seals provide maximum sealing and prevent oil leakage during disconnection.
- Laminar flow prevents pressure drops and turbulences

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.
- Make sure the system pressure is below the maximum working pressure.

* Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system

- Please contact OLEOCON technical support for any further questions

23

TECHNICAL DRAWING

PTION
APA-19A-G1
g
APA-19B-G1
APA-25A-G114
25

APA-25B-G114

BSPPISO 1179-1

FEMALE

MALE

FEMALE

MALE

M50x3

M58x3

C

B

46

55

55

55

55

65

65

217

2,57

257

1-1/4"

1-1/4"

RATED FL.

L/MIN

DIAMETER

mm

E 59
T 59
E 70
T 70

COUPLE

gtely
2,33
2,33
277

277

100 14500
80 11600

LENGHT

mm

F 115
D 126
Fo 123
D 135

BURST PR

inch
4,54
4,98
4,86

533

FEMALE

80

ERALL LENGHT

mm | inch

0,413
G 218 862

0,665

0524
G 2345 927

0,974

1,463

1153

2143
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PRODUCTS [ OLEOCON .

POPPET SCREW - QC - STC SERIES TECHNICAL DRAWING
BSP £ o I !

COUPLING

DESCRIPTION

GENDER

63 QC-STC-6A-G14 FEMALE BSP 17 0.66 /4" M24*2 - 617 242 022 0.28

QC-STC-6B-G14 MALE BSP 30 118 1/4° 34 - 59 232 013 048

CLICK HERE 10 QC-STC-10A-G38 FEMALE BSP 22 0.86 3/8" M28*2 - 629 247 02 0.37
FOR 3D SECT|ON QC-STC-10B-G38 MALE BSP 30 118 3/8 34 - 605 238 017 0.48
e QC-STC-12A-G12 FEMALE BSP 27 1,06 /2" M36*2 - 69 271 031 0.66

125 QC-STC-12B-G12 MALE BSP 36 141 1/2" 421 - 638 251 03 0,66

QC-STC-20A-G34  FEMALE BSP
Corbon Steel QC-STC-208-G34 MALE BSP
Stainless Steel

QC-STC-25A-G1 FEMALE BSP

32 1.25 3/4"
41 161 3/4"
41 161 1

M42+2 - 855 336 0.48 1,05
76 299 0.46 101

97.5 3.83 0.69 151

Screw to

Up to 1891/ min
Connect

485 -
M48*3 -

m > m > m > m > m 3>
n O MmO M O MmO MmO
I O T O T O T O I O

BURST PRESSURE

QC-STC-25B-G1 MALE BSP 50 196 T 545 - 82 322 066 145
1SO 14541 Screw ISO 1179-1

@ -20°C/+90°C
@ Up to 350 Bar @ BSP - NPT - Metric - SAE

[ A N A
@/ Connetion: Both Side FEMALE MALE
Disconnection: Allowed ~ ~ MPa S MPa

6 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300
From 1/4" to 1" NBR PR [] Popet 10 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
125 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

Q(/b “' YN /‘
T T S @@

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL R
INDUSTRY EQUIPMENT VEHICLES INDUSTRY [6) 250 12 2.64 0.8 1 0,74 0.5 0,37
10 200 23 506 1.4 1 0.74 0.5 0.37
12,5 150 45 991 2.7 155 111 12 0.88
- Connection under residual pressure is allowed on both sides. 220 106 2334 93 25 1.84 22 162
- Disconnection under residual pressure is allowed
25 270 189 4162 15 3 222 25 1.84

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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POPPET SCREW - QC - STC SERIES TECHNICAL DRAWING
NPT £ " * i

S THREAD
DESCRIPT SIZE(B)

COUPLING | THREAD ‘77
GENDER TYPE

mm inch mm inch

mm inch

X QC-STC-6A-NPT14 FEMALE BSP A 17 0.66 1/4” D M242 - C 617 242 014 0308
6.3 QC-STC-6B-NPT14 MALE BSP E 30 118 1/4° F 34 - H 59 232 023 048
0 QC-STC-10A-NPT38 FEMALE BSP A 22 0.86 3/8" D M28%2 . C 629 247 018 037
CLICK HERE QC-STC-10B-NPT38 MALE BSP E 30 118 3/8" F 34 - H 605 238 023 048
FOR 3D SECTION e QC-STC-12A-NPT12 FEMALE BSP A 27 1,06 12" D M36%2 = C 69 271 032 066
QC-STC-12B-NPT12 MALE BSP E 36 1.41 1/2° F 421 - H 638 251 031 066
" QC-STC-20A-NPT34 FEMALE BSP A 32 1.25 3/4" D M42*2 . C 855 336 049 105
QC-STC-20B-NPT34 MALE BSP E 41 161 3/4" F 485 - H 76 299 047 101
f:i’fféff Up to 1881/ min @ gz‘bnfel?sefe‘e\ . QC-STC-25A-NPT1 FEMALE BSP A 41 161 1 D M483 = C 975 383 072 151
= QC-STC-25B-NPT1 MALE BSP E 50 1,96 r F 545 - H 82 322 068 145
ASME BL20.LNPT
-20°C/+90°C 1SO 14541 @ Screw

WORKING PRESSURE BURST PRESSURE

Connetion: Both Side

Up to 350 Bar Disconnection: Allowed

BSP - NPT - Metric - SAE

ONONCNC,
©©@©O0O

MPa S MPa MPa
6 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300
From 1/4" to 1 R e Popet - 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
- 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

L A G N )
=y ; J
AEEERO AN - S oo
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Connection under residual pressure is allowed on both sides.

- Disconnection under residual pressure is allowed

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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POPPET SCREW - QC - STC SERIES TECHNICAL DRAWING
UNF

H
COUPLING | THREAD THREAD

SCRIP ~ —efian
DRSS GENDER TYPE il SIZE(B)

mm inch mm inch

) QC-STC-BA-SAE4 FEMALE BSP A 17 066 ZIBUNF D M24%2 , C  6lL7 242 012 0264
6.3 QC-STC-6B-SAE4 MALE BSP E 30 118  7I6UNF  F 34 ; H 59 232 021 0462
QC-STC-10A-SAE6 FEMALE BSP A 22 086 WIBUNF D  M282 - C 629 247 016 0352
CLICK HERE 0 QC-STC-10B-SAE6 MALE BSP E 30 118  9I6UNF  F 34 - H 605 238 021 0462
FOR 3D SECTION s QC-STC-12A-SAE8 FEMALE BSP A 27 106  3/4UNF D M3672 . C 69 271 031 0682
QC-STC-12B-SAES MALE BSP E 36 141  3/4UNF  F 421 . H 638 251 031 0682
I OC-STC-20A-SAE12  FEMALE BSP A 32 125 1U16UN D M4272 - C 85 336 049 1078
@ @ @ B sico0m.sacn MALE BSP E 41 161 1116UN F 485 ; H 76 299 047 1034
Screw to Up to 189 | / min Carbon Steel ;
Comect Stainless Steel BN CC-STC-25ASAELS  FEMALE BSP A 41 161 15/16UN D  M48*3 : C 975 383 071 1562
QC-STC-25B-SAE16 MALE BSP E 50 196 1516UN F 545 - H 82 322 068 1496
SO 11926-1
@ -20°C/+90°C ISO 14541 @ Screw WORKING PRESSURE
MALE
MPa
@ Up to 350 Bar @ BSP - NPT - Metric - SAE So””e“"”' Bo,th e
isconnection: Allowed - 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300
- 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
@ from ot NBR - FKM Popet - 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

L A G N )
=y ; J
AEEERO AN - S oo
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Connection under residual pressure is allowed on both sides.

- Disconnection under residual pressure is allowed

- Top quality elastomer seals provide maximum sealing

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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BSP MALE _ A E A
i
ll

|
|

2]
-

H

COUPLING | THREAD THREAD

DESCRIPT SIZE(B)

GENDER TYPE

mm inch

mm inch mm inch

From 1/4"to 1 NBR - FKM Popet

- QC-STC-6A-MG14 FEMALE BSP A 17 0.66 /4" D M24*2 - C 6lL7 242 023 0506
6,
QC-STC-6B-MG14 MALE BSP E 30 118 1/4° F 34 - H 59 232 015 0.33
0 QC-STC-10A-MG38 FEMALE BSP A 22 0.86 3/8" D M28%2 = C 629 247 023 0506
0
CLICK HERE QC-STC-10B-MG38 MALE BSP £ 30 118 3/8 F 34 - H 605 238 0.2 0.44
QC-STC-12A-MG12 FEMALE BSP A 27 1.06 1/2 D  MB36%2 = C 69 271 036 0792
FOR 3D SECTION 125
QC-STC-12B-MG12 MALE BSP E 36 1,41 1/2" F 421 - H 638 251 035 0.77
" QC-STC-20A-MG34 FEMALE BSP A 32 125 3/4" D M4272 = C 855 336 055 1.21
9
QC-STC-20B-MG34 MALE BSP E 41 161 3/4" F 485 - H 76 299 053 1166
Screw to Up to 189 | / min Carbon Steel ; ;
Connect Stainless Steel - QC-STC-25A-MG1 FEMALE BSP A 41 161 i D M483 = C 975 383 078 1716
2O
QC-STC-25B-MG1 MALE BSP E 50 1.96 1 F 545 - H 82 322 081 1782
@ -20°C/+90°C ISO 14541 @ Screw WORKING PRESSURE
g FEMALE MALE ( MALE
MPa S MPa S MPa
Us to 350 Bor Connetion: Both Side
P BSP - NPT - Metric - SAE Disconnection: Allowed - 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300
- 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
@ 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400

25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

Q(/b “' YN /‘
T T S @@

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Connection under residual pressure is allowed on both sides

- Disconnection under residual pressure is allowed

- Top quality elastomer seals provide maximum sealing

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system
- Please contact OLEOCON technical support for any further questions.

WARNING
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WARNING

METRIC (L) oA

|
8 &
1

[a]

- _— - -—

The || o | mew | weowr |

o
mm inch ~ inch

| DESCRIPTION

s QC-STC-BA-M6L FEMALE BSP A 17 066 MI2L5 D M242 - C 6L7 242 024 0528
QC-STC-6B-M6L MALE BSP E 30 118  MI215 F 34 - H 59 232 015 033
QC-STC-10A-M8L FEMALE BSP A 22 086 MW4L5 D M282 - C 629 247 022 0484
QC-STC-10B-M8L MALE BSP E 30 118  M4l5 F 34 : H 605 238 02 044
QC-STC-10A-MI10L  FEMALE BSP A 22 086 MI6L5 D M28%2 - C 629 247 023 0506
CLICK HERE Sl s1c 105 M0 MALE BSP E 30 118 MEL5 F 34 ~H 605 238 021 0462
FOR 3D SECT|ON QC-STC-10A-M12L FEMALE BSP A 22 0,86 M18*1,5 D M28*2 - C 62,9 2,47 022 0,484
QC-STC-10B-M12L MALE BSP E 30 118 M85 34 - H 805 238 02 044
QC-STC-12A-M12L  FEMALE BSP A 27 106  MI8L5 D  M3672 - C 69 271 035 077
@ @ @ QC-STC-12B-M12L MALE BSP E 36 141 M85 F 421 - H 638 251 033 0726
Screw to Up to 189 | / min Carbon Steel X N
Connect Stainless Steel BN CCSTC12AMISL  FEMALE BSP A 27 106 M22'l5 D M362 - C 69 271 035 077
QC-STC-12B-M15L MALE BSP E 36 141 M215 F 421 - H 638 251 034 0748
QC-STC-12A-M18L  FEMALE BSP A 27 106  M26L5 D M3672 - Cc 89 271 035 077
@ 20°C/+90°C ISO 14541 Serew QC-STC-12B-M18L MALE BSP E 36 141  M26"L5  F 421 . H 638 251 034 0748
QC-STC-20A-MI15L  FEMALE BSP A 32 125  M22'l5 D M42*2 - C 85 336 054 1188
QC-STC-20B-M15L MALE BSP E 41 161 M22°L5  F 485 - H 76 299 052 1144
@ Up to 350 Bor @ BSP - NPT - Metric - SAE pomeen o e QC-STC-20A-M18L  FEMALE BSP A 32 125 M5 D M422 - C 855 336 055 121
19
QC-STC-20B-M18L MALE BSP E 41 161  M26'L5 F 485 - H 76 299 053 1166
QC-STC-20A-M22L  FEMALE BSP A 32 125  M302 D M4 - C 85 336 054 1188
@ From /4" to 1 R o Popet QC-STC-208-M22L MALE BSP E 41 161  M302 F 485 - H 76 299 052 1144
QC-STC-25A-M18L  FEMALE BSP A 4 161  M26'L5 D M483 - C 975 38 078 1716
QC-STC-258-M18L MALE BSP E 50 196  M26°L5 F 545 - H 82 322 08 1782
BN OC-STC-25A-M22L  FEMALE BSP A 41 161  M302 D  M483 - C 975 38 078 1716
QC-STC-25B-M22L MALE BSP E 50 196  M302 F 545 - H 8 322 0805 1771
t(b N A QC-STC-25A-M28L  FEMALE BSP A 41 161 M362 D M483 - C 975 383 076 1672
2 ‘v& A IR @@ é QC-STC-258-M28L MALE BSP E 50 196  M382 F 545 : H 8 322 079 1738
ﬁ @ © ﬂjﬂ m Q O ‘oo ISO-8434-1

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY WORKING PRESSURE
FEMALE MALE VA MALE
‘ MPa ‘ PSI ‘ MPa ‘ PS y S MPa ‘ PS ‘ y MPa

- Connection under residual pressure is allowed on both sides.
- Disconnection under residual pressure is allowed 6 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300
- Top quality elastomer seals provide maximum sealing
. 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400

The external sealing ring ensures a solid connection and prevents disconnection due to vibration.
- The design prevents pressure drops and turbulences 5 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400

Durable, safe, compact and easy to use design.
- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to - 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
enter into the system 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

- Please make sure that the male and female parts are aligned properly to achive full connection

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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WARNING

METRIC (S) I T\

[&]
==

UPLING | THREAD

mm inch

DESCRIPTION

. QC-STC-6A-M6S FEMALE BSP A 17 066 M4L5 D M24%2 - C  6L7 242 024 0528

05 QC-STC-6B-M6S MALE BSP E 30 118 M14*1.5 F 34 - H 59 232 015 033

QC-STC-10A-M8S FEMALE BSP A 22 086 MI6L5 D M282 - C 629 247 023 0506

QC-STC-10B-M8S MALE BSP E 30 118 MI&L5 F 34 : H 605 238 02 044

QC-STC-10A-M10S  FEMALE BSP A 22 086 M&L5 D  M282 - C 629 247 023 0506

CLICK HERE Bl 71050105 MALE BSP E 30 118  M1815 F 34 - H 605 238 02 044

FOR 3D SECTION QC-STC-10A-M125  FEMALE BSP A 22 086 M20'L5 D M2872 - C 629 247 023 0506

QC-STC-10B-M125 MALE BSP E 30 118  M20L5 F 34 - H 805 238 02 044

QC-STC-12A-M10S  FEMALE BSP A 27 106  MI8L5 D  M3672 - Cc 89 271 035 077

@ @ @ QC-STC-12B-M10S MALE BSP E 36 141 M85 F 421 - H 638 251 034 0748

Screw to Up to 189 | / min Carbon Steel . N

Connect Stainless Steel BN CCSTC12AMIZS  FEMALE BSP A 27 106 M20'L5 D  M36%2 - C 69 271 036 0792

QC-STC-128-M125 MALE BSP E 36 141  M20°L5 F 421 - H 638 251 035 077

QC-STC-12A-M16S  FEMALE BSP A 27 106  M2415 D M3672 - C 69 271 036 0792

@ 207/ =907C 150 14541 seren QC-STC-12B-M165S MALE BSP E 36 141  M2415  F 421 - H 638 251 035 077

QC-STC-20A-M12S  FEMALE BSP A 32 125  M20'L5 D M42*2 - C 85 336 056 1232

- QC-STC-20B-M125 MALE BSP E 41 161  M20'L5 F 485 - H 76 299 054 1188

@ Up to 350 Bor @ BSP - NPT - Metric - SAE ponmeton Ao b QC-STC-20A-M165  FEMALE BSP A 32 125 M2415 D M2 - C 855 336 057 1254

isconnection: Allowed 19

QC-STC-20B-M165 MALE BSP E 41 161 M24'L5  F 485 - H 76 299 054 1188

QC-STC-20A-M20S  FEMALE BSP A 32 125  M302 D M4 - C 85 336 057 1254

@ From /4" to 1 - Popet QC-STC-208-M205 MALE BSP E 41 161 M302 F 485 - H 76 2989 055 121

QC-STC-25A-M16S  FEMALE BSP A 41 161  M2415 D M483 - C 975 383 067 1474

QC-STC-258-M165 MALE BSP E 50 196  M24'L5 F 545 - H 82 322 065 143

I CC-STC-25AM20S  FEMALE BSP A 41 161  M302 D M483 - C 975 383 068 149

QC-STC-25B-M205 MALE BSP E 50 196  M302 F 545 - H 8 322 066 1452

t(b I A QC-STC-25A-M255  FEMALE BSP A 41 161 M362 D M483 - C 975 383 069 1518

2 ‘v& A IR @@ é QC-STC-25B-M255 MALE BSP E 50 196  M382 F 545 - H 8 322 067 1474
ﬁ @ © ﬂjﬂ m Q N oo 1SO-8434-1

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY WORKING PRESSURE
FEMALE MALE A MALE
‘ MPa ‘ PSI ‘ MPa ‘ PS y S MPa ‘ PS ‘ y MPa

- Connection under residual pressure is allowed on both sides
- Disconnection under residual pressure is allowed 6 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300
T lity el | d |

op quality elastomer seals provide TOXImum sealing 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.
- The design prevents pressure drops and turbulences 5 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
- Durable, safe, compact and easy to use design.
- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to - 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
enter into the system 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

- Please make sure that the male and female parts are aligned properly to achive full connection

- Connection and disconnection under dynamic pressure is not allowed

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system
- Please contact OLEOCON technical support for any further questions.
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WARNING

METRIC (L) BULKHEAD ‘ /ﬂ E A
I."l
Ll \.h

NG WEIGHT

THREA D

COUPLING

DESCRIPTION - \
GENDER g mm inch

SIZE(B

_ QC-STC-BA-M6L-BH FEMALE BSP A7 066 MI2'15 D M24%2 - C 67 242 025 055
6.3 QC-STC-6B-M6L-BH MALE BSP E 30 118 MI2'L5  F 34 - H 59 232 016 0352
QC-STC-10A-M8L-BH FEMALE BSP A 2 086 M4L5 D M2872 . C 629 247 024 0528
QC-STC-10B-M8L-BH MALE BSP £ 30 118 M415  F 34 . H 605 238 021 0462
QC-STC-10A-M10L-BH FEMALE BSP A 22 0.86 MI615 D M2872 - C 629 247 025 055
CLICK HERE 10 QC-STC-10B-M10L-BH MALE BSP E 30 118 MI6"L5  F 34 - H 605 238 022 0484
FOR 3D SECTION QC-STC-10A-M12L-BH FEMALE BSP A 2 086 M85 D M282 - C 629 247 026 0572
QC-STC-10B-M12L-BH MALE BSP E 30 118 M85 F 34 . H 605 238 023 0506
QC-STC-12A-MI2L-BH  FEMALE BSP A 27 106 MI815 D M36%2 . c 69 271 038 0836
@ @ @ QC-STC-12B-M12L-BH MALE BSP £ 36 141 Mig'l5  F 421 . H 638 251 037 08l4
Screw to Up to 189 1 / min Carbon Steel X X
Connect Stainless Steel e QC-STC-12A-M15L-BH  FEMALE BSP A 27 106 M22°15 D M36%2 - c 69 271 0.4 0.88
QC-STC-12B-M15L-BH MALE BSP E 36 141 M22"15  F 421 - H 638 251 039 0858
QC-STC-12A-MI8L-BH  FEMALE BSP A 27 106 M26".5 D M36%2 - c 69 271 042 0924
@ 207/ =907C 15014541 seren QC-STC-12B-M18L-BH MALE BSP £ 36 141 M2671,5 F 421 - H 638 251 041 0902
QC-STC-20A-MI5L-BH  FEMALE BSP A 32 125 M22°15 D M42:2 . C 855 336 059 1298
QC-STC-20B-M15L-BH MALE BSP £ a 161 M22"15  F 485 . H 76 299 057 1254
@ Up to 350 Bor @ BSP - NPT - Metric - SAE e pometon ot bide | QC-STC-20A-MI8L-BH  FEMALE BSP A 32 125  M2615 D  M422 - C 855 336 062 1364
; . 19
QC-STC-20B-M18L-BH MALE BSP E 4 161 M26"15  F 485 - H o 76 299 06 132
QC-STC-20A-M22L-BH  FEMALE BSP A 32 125 M30°2 D M42:2 - C 855 336 063 1386
@ From 1/4"to 1 NBR PR Popet QC-STC-20B-M22L-BH MALE BSP £ a 161 M30°2 F 485 . H o 76 209 061 1342
QC-STC-25A-M18L-BH  FEMALE BSP A4 161 M26"15 D M483 - C 975 383 085 187
QC-STC-25B-M18L-BH MALE BSP £ 50 196 M2615  F 545 . Ho 82 322 088 1936
IO OC-STC-25A-M22L-BH  FEMALE BSP A 4 161 M30°2 D M483 - C 975 383 086 1892
N STC_ 258220 -BH MALE BSP E 50 196 M302 F 545 - H o 82 322 089 1958
“ | < ‘ /‘ QC-STC-25A-M28L-BH  FEMALE BSP A4 161 M36°2 D M483 - C 975 383 087 1914
. ‘ . @ @ é QC-STC-25B8-M28L-BH MALE BSP E 50 196 M3672 F 545 . H o 82 322 09 198
ﬁ @ ﬂjﬂ m Q N oo ISO 8434-1
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL

INDUSTRY EQUIPMENT VEHICLES INDUSTRY Y (NG BURST PRESSURE

MPa MPa ‘ PSI ‘
- Connection under residual pressure is allowed on both sides. E—
- Disconnection under residual pressure is allowed 6 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300
+ To quality elastomer secls provide maximum sealing. 10 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration

- The design prevents pressure drops and turbulences. 12,5 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
- Durable, safe, compact and easy to use design

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to 19 25 stz 25 siezs 25 sJ8zs 1o 10 o 1500 100 L0
enter into the system 25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions
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PRODUCTS oleocon.com.tr

POPPET SCREW - QC - STC SERIES TECHNICAL DRAWING

METRIC (S) BULKHEAD / £ 4
il

| A WEIGHT
THREAD

COUPLING

DESCRIPTION ey
GENDER mm inch SIZE(B) mm inch

QC-STC-BA-M6S-BH FEMALE BSP A 17 066 M14*15 D M24%2 - C  6l7 242 026 0572

3 QC-STC-6B-M6S-BH MALE BSP E 30 118 M14*15 F 34 H 59 232 017 0374

QC-STC-10A-M8S-BH FEMALE BSP A 2 0.86 M16*15 D M2872 C 629 247 026 0572

QC-STC-10B-M8S-BH MALE BSP 3 30 118 M16*15 F 34 - H 605 238 023 0506

X QC-STC-10A-M10S-BH FEMALE BSP A2 086 M18*L5 D M282 - C 629 247 027 0594

CLICK HERE 10 QC-STC-10B-M10S-BH MALE BSP £ 30 118 M18*15 F 34 - H 605 238 024 0528

FOR 3D SECTION QC-STC-10A-M125-BH FEMALE BSP A 22 086 M20L5 D M28%2 - C 629 247 028 0616

QC-STC-10B-M12S-BH MALE BSP 3 30 118 M20*15 F 34 H 605 238 025 055

QC-STC-12A-M10S-BH FEMALE BSP A 27 1,06 M18*L5 D M362 c 69 271 039 0858

@ @ @ QC-STC-12B-M10S-BH MALE BSP E 36 141 M18*L5 F 421 - H 638 251 038 0836
Screw to Up to 189 | / min Carbon Steel X X

Connect Stainless Steel ‘ QC-STC-12A-M12S-BH FEMALE BSP A 27 106 M20L5 D M36%2 - c 69 271 041 0902

QC-STC-12B-M125-BH MALE BSP E 36 141 M20*15 F 421 - H 638 251 0.4 0388

QC-STC-12A-M16S-BH FEMALE BSP A 27 106 M2415 D M36%2 - c 69 271 043 0946

@ 207/ =907C 15014541 seren QC-STC-12B-M165-BH MALE BSP £ 36 141 M24°15 F 421 - H 638 251 042 0924

QC-STC-20A-M12S-BH FEMALE BSP A 32 125 M20L5 D M42%2 - C 855 336 061 1342

@ @ Undar Racidosl Press QC-STC-20B-M125-BH MALE BSP E 41 161 M20°15 F 485 - H 76 2,99 059 1298

Up to 350 Bar BSP - NPT - Metric - SAE Disconnection: Allowed 19 QC-STC-20A-M165-BH FEMALE BSP A 32 125 M24*15 D M4272 - C 85 33 063 1386

QC-STC-20B-M165-BH MALE BSP E 41 161 M24°1,5 F 485 - H 76 299 061 1342

QC-STC-20A-M20S-BH FEMALE BSP A 32 125 M30°2 D M422 C 855 336 067 1474

@ From 1/4” to I NBR P Popet QC-STC-20B-M20S-BH MALE BSP E 41 161 M30°2 F 485 H 76 299 065 143

QC-STC-25A-M165-BH FEMALE BSP A4 161 M2415 D M48"3 - C 975 383 085 187

QC-STC-25B-M16S-BH MALE BSP 3 50 196 M24*15 F 545 - H 82 322 088 1936

QC-STC-25A-M205-BH FEMALE BSP A4 161 M30°2 D M483 - cC 975 383 09 198

QC-STC-25B-M20S-BH MALE BSP E 50 196 M30°2 F 545 H 82 322 093 2046

QC-STC-25A-M255-BH FEMALE BSP A 4 161 M36°2 D M483 C 975 383 096 2112

QC-STC-25B-M255-BH MALE BSP E 50 196 M36°2 F 545 H 82 322 099 2178

L A G N )
=i ; o
AEEERO AN - -
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY WORKING P BURST PRESSURE

ISO-8434-1

FEMALE

MPa MPa ‘ PSI ‘

- Connection under residual pressure is allowed on both sides. T
6 35 5075 35 5075 35 5075 140 20300 140 20300 140 20300

- Disconnection under residual pressure is allowed
* Top quality elastomer seols provide maximum secling. 10 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration
- The design prevents pressure drops and turbulences. 12,5 30 4350 30 4350 30 4350 120 17400 120 17400 120 17400
- Durable, saf

Durable, safe, compact ond easy to use design 19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system 25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F

- Make sure the system pressure is below the maximum working pressure

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

WARNING

- Please contact OLEOCON technical support for any further questions
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POPPET SCREW - QC - STC SERIES

UNF MALE

TECHNICAL DRAWING

CLICK HERE
FOR 3D SECTION

Screw to Up to 189 | / min Carbon Steel
Connect Stainless Steel
-20°C/+90°C ISO 14541

Connetion: Both Side
Disconnection: Allowed

@
® -
9

Up to 350 Bar BSP - NPT - Metric - SAE

DESCRIPTION

QC-STC-6A-MSAE4
QC-STC-6B-MSAE4
QC-STC-10A-MSAES
QC-STC-10B-MSAES
QC-STC-10A-MSAEB

10
QC-STC-10B-MSAE6B
QC-STC-10A-MSAE8
QC-STC-10B-MSAE8
QC-STC-12A-MSAE8
QC-STC-12B-MSAES8
QC-STC-20A-MSAE8
QC-STC-20B-MSAE8
QC-STC-20A-MSAE10
QC-STC-20B-MSAE10
QC-STC-20A-MSAE12
QC-STC-20B-MSAE12
QC-STC-25A-MSAE12
QC-STC-25B-MSAE12

ISO-8434-2

& [L\}
=

NBR - FKM

©©@©O0O

S ‘llr’1

)
[

Popet

/ N é
TN Feds S oo
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Connection under residual pressure is allowed on both sides.

- Disconnection under residual pressure is allowed

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to

enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.
- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.
- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

6 35 5075
EN - o
30 4350

5 o
- 20 2900

COUPLING
GENDER

FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE

WORKING PRESSURE

FEMALE

35
30
30
25
20

5075
4350
4350
3625
2900

m > m > m >

> m > m > m >

17
30
22
30
22
30
22
30
27
36
32
41
32
41
32
41
41
50

0.66
118
0.86
118
0.86
118
0.86
118
1,06
141
1.25
161
1,25
161
1.25
161
161
1,96

5075
4350
4350
3625
2900

THREAD
SIZE(B)

7/16-20 UNF D
7/16-20 UNF F
1/2-20UNF D
1/2-20UNF F
9/16-18 UNF D
9/16-18 UNF F
3/4- 16UNF D
3/4- 16UNF F
3/4- 16UNF D
3/4- 16UNF F
3/4- 16UNF D
3/4- 16UNF F
7/8- 14UNF D
7/8- TAUNF F
11/16- 12UN D
11/16-12UN F
11/16- 12UN D
11/16- 12UN F

140
120
120
100
80

20300
17400
17400
14500
11600

mm

M24*2
34
M28*2
34
M28*2
34
M28*2
34
M36*2
421
M4272
485
M42*2
485
M42*2
485
M48*3
545

r o r O ©r O rr O T O T O T O T O T O

OLEOCON

LENGTH

mm inch

WEIGHT

617 242 0.24
59 232 015
629 247 022
60.5 2.38 0.19
629 247 0.23
60.5 2.38 0.2
629 247 0.23
60.5 238 0.2
69 271 0.36
638 251 0.35
855 3.36 0.56
76 299 054
855 3.36 0.57
76 299 0.55
855 3.36 0.58
76 299 0.56
975 3.83 0.8
82 3.22 0.83

BURST PR

FEMALE
MPa MPa
140 20300 140 20300
120 17400 120 17400
120 17400 120 17400
100 14500 100 14500
80 11600 80 11600

0528
033
0484
0418
0506
044
0506
044
0792
077
1,232
1188
1254
121
1276
1,232
176
1826
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PRODUCTS oleocon.com.tr OLEOCON

TECHNICAL DRAWING

POPPET TYPE - QCA SERIES
BSP

A

‘ WEIGHT
COUPLING —71 1 AD

SCR N
DESCRIPTION GENDER

mm inch SlEsi=) inch mm inch kg lbs

QCA-6A-Gl4 FEMALE A 19 075 1/4 D 26 102 C 50 197 01 022
QCA-6B-G14 MALE E 18 075 1/4 F 118 046 H 355 14 004 009
QCA-10A-G38 FEMALE A 24 094 3/8" D 3 125 C 58 228 016 0352
QCA-10B-G38 MALE E 22 086 3/8 F 1723 067 H 40 157 006 0132
QCA-12A-G12 FEMALE A 30 118 w2 D 38 149 C 69 271 027 059
CLICK HERE QCA-12B-G12 MALE E 27 106 12" F 2048 080 H 47 185 009 0198
FOR 3D SECTION QCA-20A-G34 FEMALE A 38 149 3/4" D 461 181 C 8 32 05 11
QCA-20B-G34 MALE E 36 14l 3/4" Fooo29 L4 H 56 220 021 0462
QCA-25A-GL FEMALE A 46 181 r D 54 212 C 992 390 075 165
@ @ @ Mareriel QCA-25B-G1 MALE Ea 161 r Fo3421 134 H 66 259 03 066
Locking Ball System Up 07571/ min Stainless Steel QCA-31A-G114 FEMALE A 55 216 114" D 68 267 C 1172 461 131 2882
e QCA-31B-Gl14 MALE E 50 196  1lA" F 449 449 H 75 295 051 1122
QCA-40A-G112 FEMALE A 70 275 112" D 83 326 C 1342 528 266 5852
@ 20re/meoie SO 2aA @ el QCA-40B-G112 MALE E 60 236 112" F 5493 216 H 8 330 096 2112
QCA-50A-G2 FEMALE A 80 314 2 D 99 389 C 1602 630 383 8558
@ P @ e BT e p Conmesenno Alowed QCA-508-G2 MALE E 75 295 2 F 65 255 H 97 381 148 3256
WORKING PRESSURE BURST PRESSURE
@ 5063 50 NER - KM - CO FEMALE A FEMALE
MPa MPa a

6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
10 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
1 19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
Q(/b -‘w S l‘/J @ @ /111 é 25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
ﬁ @ © ﬂjﬂ OFoX O too- 315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
OlL & GAS AGRICULTURE F:;[D)lRJé'LI'JIIilY(: EARTH MOVING EHCZBIF;)ANlIJEL'L(_:r cvcéﬂE:F:ETSE VEHICLES fNH[fLﬂ?F?\I(_ 44 . 2390 . 2390 . 2390 6 9780 o 9980 o 0950
50 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

RATED FL(

- Do not connect or disconnect under residual pressure.
- Top quality elastomer seals provide maximum sealing

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration. L
- The design prevents pressure drops and turbulences [§ 130 3 0,66 1 50 112 20 45
- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to 10 180 23 5.06 2 70 15 30 6.75
enter into the system 200 45 991 25 90 20,22 45 10,11
- Please make sure that the male and female parts are aligned properly to achive full connection

200 106 23,34 9 140 3146 50 1123

5

- Connection and disconnection under dynamic pressure is not allowed. | ] 2800 [ 4162 25 190 4269 99 1235
- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F. 85 200 288 63,43 60 230 51,68 65 14,6
- Make sure the system pressure is below the maximum working pressure. 10 200 379 8348 90 250 5617 70 1573

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system. R
- Please contact OLEOCON technical support for any further questions. 50 200 757 166,74 150 270 60,67 80 17,97

WARNING
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PRODUCTS oleocon.com.tr OLEOCON

POPPETTYPE - QCA SERIES TECHNICAL DRAWING

WARNING

A N E

NPT

B
oD
OF
/\

| H
o COUPLNG ————7——— JEA
DESCRIPTION OUPLI TFH‘EEE@P
GENDER mm inch SlAsi=) mm
) QCA-BA-NPT14 FEMALE A - B 14" D B - C - - B B
6.3
QCA-BB-NPT14 MALE E . . 1/4° F - . H - . . B
. QCA-10A-NPT38 FEMALE A 24 094 3/8" D 32 125 C 58 228 017 0374
10
QCA-10B-NPT38 MALE E 2 086 3/8" F 1723 067 H 40 157 007 0154
e QCA-12A-NPT12 FEMALE A 30 118 12 D 38 149 C 69 271 028 0616
CLICK HERE - QCA-12B-NPT12 MALE E 27 1,06 12 F 2048 080 H 47 185 009 0198
QCA-20A-NPT34 FEMALE A 38 149 3/4" D 461 181 C 83 326 05 11
FOR 3D SECTION 19
QCA-20B-NPT34 MALE E 36 141 3/4" F 29 114 H 56 220 022 0484
. QCA-25A-NPT1 FEMALE A 48 181 1 D 54 212 C 992 390 075 165
yae)
QCA-25B-NPT1 MALE E 41 161 1 F 3421 134 H 66 259 032 0704
Carbon Steel
Locking Ball System Up to 7571/ min Stainless Steel 315 QCA-31A-NPT114 FEMALE A 58] 216 11/4” D 68 2,67 C 1172 461 132 2,904
Brass RS
QCA-31B-NPT114 MALE E 50 196 11/4" F 449 449 H 75 295 05 11
QCA-40A-NPT112 FEMALE A 70 275 11/2” D 83 326 C 1342 528 265 583
0C 7490 0C Push 40
200C/He0re @ 150 72414 - QCA-40B-NPT112 MALE E 60 236 11/2° F 5493 216 H 84 330 098 2156
- QCA-50A-NPT2 FEMALE A 80 314 2 D 99 389 C 1602 630 39 858
5.
1 A .
@ Up to 250 Bar @ BSP - NPT - Metric - SAE Connetion: not Allowed QCA-50B-NPT2 MALE E 75 295 2 F 65 255 H 97 381 15 33
Disconnection: not Allowed
W 4 BURST PRESSURE
- 0 DY A _ FEMALE
@ ISO 6.3 - 50 NBR - FKM [] Popet
S PSI S S S MPa
6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
o> [IENEE N
ﬁ ~ o~ <J [11/ 25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
A © ﬂjﬂ ©9-09 N OO 315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL EEE—
INDUSTRY EQUIPMENT VEHICLES INDUSTRY 40 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
0 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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oleocon.com.tr

PRODUCTS

POPPET TYPE - QCA SERIES

UNF

CLICK HERE
FOR 3D SECTION

Carbon Steel
Locking Ball System Up to 7571/ min Stainless Steel
Brass
@ -20°C /+30°C ISO 7241-A @ Push
Q)
Up to 250 Bar BSP - NPT - Metric - SAE Connetion: not Allowed
Disconnection: not Allowed
ody Sir 4
@ 1ISO 6.3 - 50 NBR - FKM [] Popet

& M G 3
1 BN xrw

OIL & GAS AGRICULTURE HYDRAULIC

INDUSTRY

EARTH MOVING HYDRAULIC

EQUIPMENT

CONCRETE
VEHICLES

VEHICLES CHEMICAL

INDUSTRY

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions

TECHNICAL DRAWING

40

DESCRIPTION

QCA-6A-SAE4
QCA-6B-SAE4
QCA-10A-SAEB
QCA-10B-SAE6
QCA-12A-SAES8
QCA-12B-SAE8
QCA-20A-SAEL2
QCA-20B-SAEL2
QCA-25A-SAE16
QCA-25B-SAE16
QCA-31A-SAE20
QCA-31B-SAE20
QCAA-40A-SAE24

QCA-40B-SAE24

QCA-50A-SAE32
QCA-50B-SAE32

‘ MPa
315 4567
ik 4567
25 3625
25 3625
20 2900
20 2900
16 2320
10 1450

A

COUPLING —
GENDER o T‘

FEMALE A
MALE E
FEMALE A
MALE E
FEMALE A
MALE E
FEMALE A
MALE E
FEMALE A
MALE E
FEMALE A
MALE E
FEMALE A

MALE E

FEMALE A
MALE E

WORKING PRESSURE

FEMALE

MPa

315 4567
3.5 4567
25 3625
25 3625
20 2900
20 2900
16 2320
10 1450

60

80
75

7/16 UNF
7/16 UNF
9/16 UNF
9/16 UNF
3/4 UNF
3/4 UNF
11/16 UN
11/16 UN
15/16 UN
15/16 UN
15/8 UN
15/8 UN
17/8UN

17/8 UN

2 1/2UN
2 1/2UN

4567
4567
3625
3625
2900
2900
2320
1450

O m O m O m OO m O m O m O

MPa

126
126
100
100
80
80
64
40

3421
68
449
83

54,93

18270
18270
14500
14500
11600
11600
9280
5800

992
66
117.2
75
1342

&
2
O T O T O T O T O T O T O
o
w

©
o)
©
O

160.2
2,55 H 97

BURST PRESSURE
FEMALE

126 18270
126 18270
100 14500
100 14500
80 11600
80 11600
64 9280
40 5800

WEIGHT

0.16 0.35
0.06 013
027 0,59
0.09 0.19
0.49 1,07
0.21 0.46
0.75 1,65
031 0.68
131 2.88
0,51 112
2,66 5,85
0.96 211
8i89 8.55
1,48 3.25

126 18270
126 18270
100 14500
100 14500
80 11600
80 11600
64 9280
40 5800
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PRODUCTS oleocon.com.tr OLEOCON

POPPETTYPE - QCA SERIES TECHNICAL DRAWING

BSP MALE A E,
7 | .
7 I v
< 8 8 s g =
r A ! !
I

COUPLING ‘ LA

GENDER

THREAD

DESCRIPTION SIZE(B)

mm inch

mm inch

. QCA-6A-MG14 FEMALE A - - 14" D - - C - - - -
QCA-6B-MG14 MALE £ - - i F - - H - B . B
QCA-10A-MG38 FEMALE A 24 094 3/8' D 32 125 C 58 228 019 0418
CLICK HERE 10 QCA-10B-MG38 MALE E 2 086 3/8" F 1723 067 H 40 157 009 0198
FOR 3D SECTION e QCA-12A-MG12 FEMALE A 30 118 /2 D 38 149  C 69 271 029 0638
QCA-12B-MG12 MALE 27 106 12 F 2048 080 H 47 185 013 0286
QCA-20A-MG34 FEMALE A 38 149 3/ D 461 181 C 83 326 058 1276
@ @ @ Moveriel QCA-20B-MG34 MALE E 36 141 3 F 29 114 H 56 220 027 0594
Locking Ball System Up to 7571/ min Stainless Steel QCA-25A-MGL FEMALE A 46 181 r D 54 212 C 992 390 07 154
o ' QCA-25B-MG1 MALE Eoa 161 r Fooo3421 134 H 66 259 034 0748
‘ QCA-31A-MG114 FEMALE A 55 216 11/4° D 68 267 C 172 4Bl 135 297
@ 209C /+90°C ISO 7241-A @ Push ' QCA-31B-MG114 MALE E 50 196 114" F 449 49 H 75 295 055 121
- QCA-40A-MG112 FEMALE A 70 275 1172 D 83 326 C 1342 528 27 594
7 QCA-40B-MG112 MALE E 60 236 112" F 5493 216 H 84 330 099 2178
@ Up to 250 Bor @ BSP - NPT - Metric - SAE e Gonnetion ot loved QCA-50A-MG2 FEMALE A 80  3u 2 D 9 389 C 1802 630 39 858
QCA-50B-MG2 MALE E 75 295 7 F 65 255  H 97 381 15 33
ISO-8434-6
@ ISO6.3-50 NBR - FKM Popet
6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
10 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
“ i S l‘/J @ @ % é 125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
ﬁ @ d / \ é‘o A Q Loo- 19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL 25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
INDUSTRY EQUIPMENT VEHICLES INDUSTRY
315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
40 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
50 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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PRODUCTS oleocon.com.tr

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
METRIC (L)

LENGTH WEIGHT
COUPLING 1 | THREAD

DESCRIPTION | S peR . S7E)

inch

o4 QCA-BA-MBL FEMALE A - - MI215 D - - c - - - -
QCA-6B-M6L MALE E - - MI215  F . - H - - . .
QCA-10A-M8L FEMALE A 24 094 Mi4#15 D 32 125 C 58 228 019 0418
QCA-10B-M8L MALE £ 086 Mi4&15  F 1723 087 H 40 157 009 0198
CLICK HERE " QCA-10A-M1OL FEMALE A2 094 MIE15 D 32 125 C 58 228 019 0418
FOR 3D SECTION QCA-108-MI0L MALE ) 086 MIE15  F 1723 067 H 40 157 009 0198
QCA-10A-MI2L FEMALE A 2 094 MI815 D 32 125 C 58 228 019 0418
QCA-10B-M12L MALE ) 086 M85  F 1723 067 H 40 157 009 0198
@ @ @ Mareriel QCA-12A-M12L FEMALE A 30 118 Mi815 D 38 149 C 69 271 029 0638
Locking Ball System Up to 7571/ min Stgm ess Steel QCA-12B-M12L MALE E 27 106 M18*15 F 2048 080 H 47 185 012 0264
15 QCA-12A-MI5L FEMALE A 30 118 M22'15 D 38 149 C 69 271 029 0838
QCA-12B-M15L MALE £ 106 M2215  F 2048 080 H 47 185 013 0286
@ -20°C/+90°C ISO 7241-A @ Push QCA-12A-M18L FEMALE A 30 118 M2615 D 38 149 C 69 271 03 066
QCA-12B-MI8L MALE £ 106 M2615  F 2048 080 H 47 185 013 0286
© ) QCA-20A-Mi5L FEMALE A 38 149 M2215 D 461 180 C 8 326 057 1254
@ Up to 250 Bar @ BSP - NPT - Metric - SAE e somenen ot Aloved QCA-20B-Mi5L MALE E 3 141 M5 F 29 4 H 56 220 026 0572
W QCA-20A-M18L FEMALE A 38 149 M2615 D 461 188 C 8 326 058 1276
<0 QCA-20B-M18L MALE £ 36 141 M265  F 29 14 H 56 220 027 0594
@ 15063 - 50 NBR - FKM oot QCA-20A-M22L FEMALE A 38 149 M302 D 461 180 C 8 326 059 1298
QCA-20B-M22L MALE £ % 141 M30°2 F 29 4 H 5 220 027 0594
QCA-25A-MI8L FEMALE A 46 181 M2615 D 54 212 C 992 390 068 149
QCA-25B-M18L MALE Eoa 161 M2615  F 3421 134 H 86 259 032 0704
e QCA-25A-M22L FEMALE A 48 181 M302 D 54 212 C 992 390 069 1518
t(b IR /‘ QCA-25B-M22L MALE Eoa 161 M302 Fo3421 134 H 66 259 032 0704
2 ‘v& NP l‘ = % @ @ 4/ /] / 5 é QCA-25A-M28L FEMALE A 46 181 M362 D 54 212 C 992 390 069 1518
ﬁ @ (©) [\ é‘o A O o0~ QCA-25B-M28L MALE Eooa 161 M3672 Fo3421 134 H 66 250 033 0726
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL 1SO-8434- 1
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

BURST PRESSURE

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing.
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration. 6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
* The design prevents pressure drops and turbulences. - 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

enter into the system

25 3625 23 3625 25 3625 100 14500 100 14500 100 14500

- Please make sure that the male and female parts are aligned properly to achive full connection.

20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
() - Connection and disconnection under dynamic pressure is not allowed. 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
Z - Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.
r4 - Make sure the system pressure is below the maximum working pressure. 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
E - Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system. - 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800
; - Please contact OLEOCON technical support for any further questions.
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PRODUCTS oleocon.com.tr OLEOCON

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
METRIC (L) I

&1 =] L=

ex WEIGHT
COUPLING T THREAD
GENDER mm SIZE(B) mm n mm

DESCRIPTION

QCA-31A-M22L FEMALE A 55 216 M30°2 D 68 267 C 172 461 131 2882
QCA-31B-M22L MALE E 50 196 M30*2 F 449 449 H 75 205 051 112
QCA-31A-M28L FEMALE A 55 216 M36%2 D 68 267 C 1172 461 131 2882
315 QCA-318-M28L MALE £ 50 196 M3672 F 449 449 H 75 295 051 1122
QCA-31A-M35L FEMALE A 55 216 M452 D 68 267 C 172 461 131 2882
QCA-31B-M35L MALE E 50 196 M452 F 449 449 H 75 295 051 1122
CLICK HERE QCA-40A-M35L FEMALE A 70 275 M45+2 D 83 326 C 1342 528 266 5852
FOR 3D SECTION 40 QCA-40B-M35L MALE E 60 236 M452 F 5493 216 H 84 330 096 2112
QCA-40A-M42L FEMALE A 70 275 M5272 D 83 326 C 1342 528 266 5852
QCA-40B-M42L MALE E 60 236 M5272 F 5493 216 H 84 330 096 2112
o el QCA-50A-M35L. FEMALE A 80 314 M452 D 99 389 C 1602 630 389 8558
Locking Ball System Upto 7571/ min Sronless Sree » QCA-50B-M35L MALE E 75 295 M45°2 F 65 255 H 97 38 148 3256
QCA-50A-M35L FEMALE A 80 314 M5272 D 99 389 C 1602 630 389 8558
@ ‘ @ QCA-508-M35L MALE E 75 295 M5272 F 65 255 H 97 381 148 3256
-200C/+90°C @ ISO 7241-A Push
S C ) c )
@ @ _ _ _ @ Connetion: not Allowed Y ST PRESEURE
oo 250 Ber PRI e e e Disconnection: not Allowed
‘ MPa a MPa
@ oty Sires el e vae 6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
: 10 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
25 20 2900 V20 2900 20 2900 80 11600 80 11600 80 11600
315 20 2900 20 2900 20 2900 80 11600 30 11600 80 11600
@ .!‘w A “/J % @ @ % é 40 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
ﬁ @ © d / \ é‘o A Q) OO 50 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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PRODUCTS oleocon.com.tr

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
METRIC (S) A i

_ COUPLING — EA
DESCRPTION' |~ GenpEr n SuEe) -

oa QCA-BA-MBS FEMALE A - . MI415 D - . c - - - -

QCA-BB-MBS MALE E - . MI&15  F - . H . . . -
QCA-10A-M8S FEMALE A 24 094 MIE15 D 32 125 C 58 228 02 044
QCA-10B-M8S MALE ) 086 MBS F 1723 067 H 40 157 009 0198
QCA-10A-M10S FEMALE A 24 094 MI815 D 32 125 C 58 228 02 044
10 QCA-10B-MI10S MALE Eo» 086 MIS15  F 1723 067 H 40 157 009 0198
CLICK HERE QCA-10A-M12S FEMALE A 24 094 M20%1,5 D 32 125 C 58 228 021 0462
FOR 3D SECTION QCA-10B-M125 MALE ) 086 M2015  F 1723 067 H 40 157 01 02
QCA-12A-M10S FEMALE A 30 118 MI815 D 38 149 C 69 271 029 0638
QCA-12B-M10S MALE £ 106 M85  F 2048 080 H 47 185 013 0286
@ @ @ P P Cch-2awzs FEMALE A 30 118 M2015 D 38 149 C 69 271 03 086
Locking Bal System Upto 7571/ min Sronless Sree B OC/ 108-MI2S MALE E 2 106 M2015  F 2048 080 H 47 185 013 0286
QCA-12A-M165 FEMALE A 30 118 M2415 D 38 149 C 69 271 031 0882
@ QCA-12B-MI6S MALE £ 106 M24*15  F 2048 080 H 47 185 014 0308
~20°C/+00%C 150 7241-A oo QCA-20A-M125S FEMALE A 38 149 M2015 D 461 181 C 83 326 057 1254
QCA-20B-M12S MALE £ 3 141 M2015  F 29 14 H 56 220 027 059%
© ) H » QCA-20A-MI6S FEMALE A 38 149 M2415 D 461 180 C 8 326 058 1276
oo 20 8o SN e oA e Dcmmecion: ot Alowed - QCA-20B-M16S MALE E 36 141 M2415  F 29 14 H 56 220 027 05%
QCA-20A-M20S FEMALE A 38 149 M302 D 461 180 C 83 326 059 1298
QCA-208-M20S MALE E 36 141 M30°2 F 29 14 H 56 220 028 0616

@ ISO6.3-50 NBR - FKM Popet 1SO-8434- 1

t(b “ / " 6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
A [] S “ ‘ @ ////

» ~ < - L5 4567 315 4567 315 4567 126 18270 126 18270 126 18270
Tat NI 534 O Loo-

1 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY - 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Do not connect or disconnect under residual pressure. - 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280

- Top quality elastomer seals provide maximum sealing.

50 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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PRODUCTS oleocon.com.tr

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
METRIC (S) 2 i

COUPLING —— | THREAD
GENDER . ; SIZE(B) - -

DESCRIPTION

QCA-25A-MI6BS FEMALE A 46 181 M2415 D 54 212 C 992 390 068 1496
QCA-25B-M16S MALE E 4 161 M24'15 F 3421 134 H 66 250 033 0726
B Ccn25a 05 FEMALE A 46 181 M30%2 D 54 2122 C 992 390 07 154
QCA-258-M205 MALE E 4 161 M30%2 F 3420 134 H 66 250 034 0748
QCA-25A-M255 FEMALE A 46 181 M36"2 D 54 212 C 992 390 071 1562
QCA-25B-M255 MALE E 4 161 M36+2 Fooo3420 134 H 66 259 036 0792
CLICK HERE QCA-31A-M20S FEMALE A 55 216 M30"2 D 68 260 C 172 461 132 2904
FOR 3D SECTION QCA-318-M20S MALE E 50 196 M30%2 F 449 M9 H 75 295 052 1144
i QCA-31A-M255 FEMALE A 55 216 M36"2 D 68 267 C W2 46l 133 2926
. o5 MALE E 50 196 M36"2 F 449 M9 H 75 295 052 1144
@ @ @ e QCA-31A-M30S FEMALE A 55 216 MA42"2 D 68 260 C W2 461 134 2048
Locking Bal System Upto 7571/ min Sronless Sree QCA-318-M305 MALE E 50 196 M42"2 F 449 449 H 75 205 052 1144
QCA-40A-M30S FEMALE A 70 275 MA42*2 D 83 326 C 1342 528 265 583
, QCA-40B-M30S MALE E 60 236 MA42*2 F 5493 216 H 8 330 097 2134
@ 201C/+e00C 150 7241-A @ oo 40 QCA-40A-M38S FEMALE A 70 275 M52+2 D 83 326 C 1342 528 266 5852
QCA-40B-M385 MALE E 60 236 M52°2 F 5493 216 H 8 330 097 2134
© QCA-50A-M30S FEMALE A 80 314 M42"2 D 99 389 C 1602 630 39 858
oo 20 8o SN e oA e Soeamension nor Alowed QCA-50B-M30S MALE E 75 295 M42°2 F 65 255 H 9 38 149 3278
R . oo FEMALE A 80 314 M52+2 D 99 389 C 1602 630 391 8602
QCA-508-M385 MALE E 75 295 M52+2 F 65 255 H 97 38 15 33
@ ISO6.3-50 NBR - FKM Popet 1SO-8434-1
WORKING PRESSURE BURST PRESSURE
FEMALE , CoL FEMALE
MPa
] 6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
@ -‘w A I‘/J % @ @ % é 10 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
ﬁ @ © [\ ONoR O oo 125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
olLrers ASHEHETERE Touerry (A s EHICLES VEricLEs e 19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
40 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280

- Do not connect or disconnect under residual pressure.
- Top qudlity elastomer seals provide maximum sealing. 50 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to

enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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WARNING

PRODUCTS

oleocon.com.tr

POPPET TYPE - QCA SERIES

METRIC (L) BULKHEAD

®
®
©®
S

&
=

AGRICULTURE

OIL & GAS

Locking Ball System

-20°C/+90°C

Up to 250 Bar

ISO6.3-50

“I -

[IIAN

HYDRAULIC
INDUSTRY

CLICK HERE

FOR 3D SECTION

Up to 7571/ min

ISO 7241-A

BSP - NPT - Metric - SAE

@
®
(@)

NBR - FKM

©@©@©0C®

o Iy

EARTH MOVING HYDRAULIC

EQUIPMENT

- Do not connect or disconnect under residual pressure.
- Top quality elastomer seals provide maximum sealing

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences
- Durable, safe, compact and easy to use design.
- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to

enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection

- Connection and disconnection under dynamic pressure is not allowed.

oD Qn ol &

Carbon Steel
Stainless Steel
Brass

Push

Connetion: not Allowed
Disconnection: not Allowed

Popet

CONCRETE
VEHICLES

VEHICLES CHEMICAL

INDUSTRY

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.
- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions

TECHNICAL DRAWING

H
N
(@3]

ISO 8434-1

DESCRIPTION

QCA-6A-M6BL-BH
QCA-6B-M6L-BH
QCA-10A-M8L-BH
QCA-10B-M8L-BH
QCA-10A-M10L-BH
QCA-10B-M10L-BH
QCA-10A-M12L-BH
QCA-10B-M12L-BH
QCA-12A-M12L-BH
QCA-12B-M12L-BH
QCA-12A-M15L-BH
QCA-12B-M15L-BH
QCA-12A-M18L-BH
QCA-12B-M18L-BH
QCA-20A-M15L-BH
QCA-20B-M15L-BH
QCA-20A-M18L-BH
QCA-20B-M18L-BH
QCA-20A-M22L-BH
QCA-20B-M22L-BH

315 4567
SiilS) 4567
25 3625
25 3625
20 2900
20 2900
16 2320
10 1450

FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE
FEMALE
MALE

106
118
106
149
141
149
141
149
141

MPa

315

315
25
72
20
20
16
10

M12*15
M12°15
M14715
M1415
M16*15
M16*15
M18*15
M18°15
M1815
M1815
M22*15
M2215
M2615
M26°15
M22°1.5
M2215
M2615
M2615
M3072
M30*2

1723
32
1723
32
1723
38
2048
38
2048
38
2048
461
29
461
29
461
29

COUPLE

MPa
126
126
100
100
80
80
64
40

LENGTH

r O T O T O T O T O T O T O T O T O T O
D
©

BURST PRESSURE

E

MPa

126 18270
126 18270
100 14500
100 14500
80 11600
80 11600
64 9280
40 5800

WEIGHT

MPa
126
126
100
100
80
80
64
40
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PRODUCTS oleocon.com.tr

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
METRIC (L) BULKHEAD

LENGTH WEIGHT

mm alely kg

QCA-25A-M18L-BH FEMALE A 46 181 M26*1,5 D 54 212 C 992 390 075 165
QCA-25B-M18L-BH MALE E 41 161 M26*15 F 3421 134 H 66 259 04 088
- QCA-25A-M22L-BH FEMALE A 46 181 M30*2 D 54 212 C 992 390 077 1694
£O
QCA-25B-M221-BH MALE E 41 161 M30*2 F 3421 134 H 66 259 041 0902
QCA-25A-M28L-BH FEMALE A 46 181 M36*2 D 54 212 C 992 390 08 176
C L I C K H E R E QCA-25B-M28L-BH MALE E 411 161 M36°2 F 3421 134 H 66 259 044 0968
FOR 3D SECTION QCA-3IAM22LBH  FEMAEE A 55 216 M302 D 68 267 C 172 461 135 297
QCA-31B-M22L-BH MALE E 50 196 M30*2 F 449 449 H 75 295 052 1144
s QCA-31A-M28L-BH FEMALE A 55 216 M36*2 D 68 267 C 1172 461 136 2992
o1,0
Corbon Steel ) QCA-31B-M28L-BH MALE E 50 196 M36*2 F 449 449 H 75 295 053 1,166
Locking Ball System Up to 7571/ min Stainless Steel
Brass QCA-31A-M35L-BH FEMALE A 58] 216 M45*2 D 68 267 C 1172 461 137 3014
QCA-31B-M35L-BH MALE £ 50 196 M45*2 F 449 449 H 75 295 053 1166
QCA-40A-M35L-BH FEMALE A 70 275 M45*2 D 83 326 Cc 1342 528 268 5896
-200C/+90°C ISO 7241-A Push
a5 QCA-40B-M35L-BH MALE E 60 236 M45*2 F 5493 216 H 84 330 098 2156
40
QCA-40A-M42L-BH FEMALE A 70 275 M52*2 D 83 326 Cc 1342 528 27 594
[ *
@ Up to 250 Bar @ BSP - NPT - Metric - SAE Connetion: not Allowed QCA-40B-M42L-BH MALE E 60 236 ME22  F 5493 216 H 84 330 099 2178
Disconnection: not Allowed QCA-50A-M35L-BH  FEMALE A 80 314 M452 D 99 389 C 1602 630 39 858
=6 QCA-50B-M35L-BH MALE £ 75 295 M45*2 F 65 255 H 97 381 15 33
50
R 0 QCA-50A-M35L-BH FEMALE A 80 314 M52*2 D 99 389 C 1602 6,30 391 8602
1SO 6.3 -50 NBR - FKM [O] Popet
pe QCA-50B-M35L-BH MALE E 75 295 M52+2 F 65 255 H 97 381 151 3322
ISO 8434-1
BURST PRESSURE
FEMALE MALE
" y S MPa ‘ PSI MPa ‘ PSI
& NENNCEN 1] Y
ﬁ S N X 11 6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
! \ Q Loo-
a e @ © 10 BIkS 4567 315 4567 315 4567 126 18270 126 18270 126 18270
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY 12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Do not connect or disconnect under residual pressure. 315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Top quality elastomer seals provide maximum sealing. - 16 2320 16 2390 16 2320 64 9280 64 9280 64 9280
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.
- The design prevents pressure drops and turbulences. 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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PRODUCTS oleocon.com.tr

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
METRIC (S) BULKHEAD

0
-

LENGTH WEIGHT

DESCRIPTION

QCA-6A-M6S-BH FEMALE A - - M14*15 D - - C - - - -
6.3
QCA-6B-M6S-BH MALE E - - M14*15 F - - H - - - -
QCA-10A-M8S-BH FEMALE A 24 094 M16*1.5 D 32 125 C 58 228 023 0,506
QCA-10B-M8S-BH MALE £ 22 086 M16"1.5 F 1723 067 H 40 157 013 0286
W QCA-10A-M10S-BH FEMALE A 24 094 M1815 D 32 125 C 58 228 024 0528
(
C L I C K H E R E QCA-10B-M10S-BH MALE E 22 086 M18*15 F 1723 067 H 40 157 013 0286
FO R 3 D S EC T | O N QCA-10A-M12S-BH FEMALE A 24 094 M20*1.5 D 32 125 C 58 228 025 055
QCA-10B-M125-BH MALE E 22 0,86 M20*1.5 F 1723 067 H 40 157 015 033
QCA-12A-M10S-BH FEMALE A 30 118 M1815 D 38 149 C 69 271 033 0726
Corbon Steel QCA-12B-M10S-BH MALE £ 27 106 M1815 F 2048 080 H 47 185 016 0352
Locking Ball System Up to 7571/ min Stainless Steel
Brass o QCA-12A-M12S-BH FEMALE A 30 118 M20*1,5 D 38 149 C 69 271 034 0,748
25
QCA-12B-M12S-BH MALE E 27 106 M20"1.5 F 2048 080 H 47 185 018 0396
QCA-12A-M16S-BH FEMALE A 30 118 M24*1.5 D 38 149 C 69 271 038 0836
-200C/+90°C ISO 7241-A Push
QCA-12B-M165-BH MALE E 27 106 M24*15 F 2048 080 H 47 185 022 0484
QCA-20A-M12S-BH FEMALE A 38 149 M20*1,5 D 461 181 C 83 326 062 1364
[ "
@ Up to 250 Bar @ BSP - NPT - Metric - SAE Connetion: not Allowed QCA-20B-M12S-BH MALE £ 36 141 M20*1.5 F 29 114 H 56 220 032 0704
Disconnection: not Allowed B CCA-20AMIESBH  FEMALE A 38 149 M2415 D 461 18 C 8 326 085 143
- QCA-20B-M16S-BH MALE E 36 141 M24*15 F 29 114 H 56 220 034 0,748
CA-20A-M20S-BH FEMALE A 38 149 M30*2 D 46,1 181 € 83 326 07 154
@ ISO 6.3 - 50 NBR - FKM [] Popet .
pe QCA-20B-M20S-BH MALE E 36 141 M30*2 F 29 114 H 56 220 0.39 0858
ISO 8434-1
BURST PRESSURE
FEMALE MALE
K y S) MPa ‘ PSI ‘ MPa ‘ PSI
& v A i@ W) 177
ﬁ - ~ <J A 6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
! \ Q Loo-
a e e © 10 815 4567 315 4567 GINS) 4567 126 18270 126 18270 126 18270
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY 12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Do not connect or disconnect under residual pressure. 315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Top quality elastomer seals provide maximum sealing. - 16 2320 16 2390 16 2320 64 9280 64 9280 64 9280
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.
- The design prevents pressure drops and turbulences. 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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PRODUCTS oleocon.com.tr

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
METRIC (S) BULKHEAD

LENGTH WEIGHT

mm alely kg

QCA-25A-M16S-BH FEMALE A 46 181 M2415 D 54 212 C 992 390 075 165
QCA-25B-M16S-BH MALE E 41 161 M2415 F 3421 134 H 66 259 04 088
- QCA-25A-M20S-BH FEMALE A 46 181 M30*2 D 54 212 C 992 390 08 176
£O
QCA-25B-M20S-BH MALE E 41 161 M30*2 F 3421 134 H 66 259 045 099
QCA-25A-M25S-BH FEMALE A 46 181 M36*2 D 54 212 C 992 390 087 1914
C L I C K H E R E QCA-25B-M25S5-BH MALE E 41 161 M362 F 3421 134 H 66 259 051 1122
FOR 3D SECTION QCA3IAM0SBH  FEMALE A 55 216 M302 D 68 267 C 172 461 13 286
QCA-31B-M20S-BH MALE E 50 196 M30*2 F 449 449 H 75 295 052 1144
s QCA-31A-M25S-BH FEMALE A 55 216 M36*2 D 68 267 C 1172 461 131 28382
o1,0
Corbon Steel ) QCA-31B-M255-BH MALE E 50 196 M36*2 F 449 449 H 75 295 052 1144
Locking Ball System Up to 7571/ min Stainless Steel
Brass QCA-31A-M30S-BH FEMALE A 58] 216 M42*2 D 68 267 C 1172 461 132 2904
QCA-31B-M30S-BH MALE £ 50 196 M42+2 F 449 449 H 75 295 053 1166
QCA-40A-M30S-BH FEMALE A 70 275 M42+2 D 83 326 Cc 1342 528 268 5896
-200C/+90°C ISO 7241-A Push
a5 QCA-40B-M30S-BH MALE E 60 236 M42+2 F 5493 216 H 84 330 097 2134
40
QCA-40A-M38S-BH FEMALE A 70 275 M52*2 D 83 326 C 1342 528 268 5896
[ *
@ Up to 250 Bar @ BSP - NPT - Metric - SAE Connetion: not Allowed QCA-40B-M385-BH MALE E 60 236 M522  F 5493 216 H 8 330 098 2156
Disconnection: not Allowed QCA-50A-M30S-BH  FEMALE A 80 314 M422 D 99 389 C 1602 630 39 858
=6 QCA-50B-M30S-BH MALE £ 75 295 M42+2 F 65 255 H 97 381 15 33
50
R 0 QCA-50A-M38S-BH FEMALE A 80 314 M52*2 D 99 389 C 1602 6,30 291 6,402
IS0 6.3 - 50 NBR - FKM [] Pooer
pe QCA-50B-M38S-BH MALE E 75 295 M52+2 F 65 255 H 97 381 151 3322
ISO 8434-1
BURST PRESSURE
FEMALE MALE
" y S MPa ‘ PSI MPa ‘ PSI
o x ind D
ﬁ S N X 11 6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
Q Loo-
a e @ © 10 BIkS 4567 315 4567 315 4567 126 18270 126 18270 126 18270
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY 12,5 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Do not connect or disconnect under residual pressure. 315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
- Top quality elastomer seals provide maximum sealing. - 16 2320 16 2390 16 2320 64 9280 64 9280 64 9280
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.
- The design prevents pressure drops and turbulences. 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.

WARNING
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PRODUCTS [ OLEOCON .

POPPETTYPE - QCA SERIES TECHNICAL DRAWING

A

|m

UNF MALE i \
m* L-\ {I S Ee“l | \ ”“i
I] e}
! | i |
!

‘ . WEIGHT
DESCRIPTION (“gg\%g\;f N mch

i QCA-6A-MSAE4 FEMALE A - - 716-20UNF D . ; c - ; - -

0 QCA-6B-MSAE4 MALE E - - J6-20UNF  F - - H ; ; - -
QCA-10A-MSAES FEMALE A 2 094 1220UNF D 2 125 C 58 228 019 035
QCA-10B-MSAES MALE E 2 086 V220UNF F 1723 067 H 40 157 009 013
QCA-10A-MSAEB FEMALE A 24 094  9IBI8UNF D 32 125 C 58 228 02 035
CLICK HERE 10 QCA-10B-MSAE6 MALE E 2 086  9I6I8UNF F 1723 067 H 40 157 009 013
FOR 3D SECTION QCA-10A-MSAES FEMALE A 24 094 3416UNF D ) 125 C 58 228 02 035
QCA-10B-MSAES MALE E 2 086 34-6UNF F 1723 067 H 40 157 01 013
QCA-12A-MSAES FEMALE A 30 118 34-16UNF D 38 1499 C 69 271 03 059
ocking Mechans o Cortan Seeel e QCA-12B-MSAE8 MALE £ 27 106 34-16UNF - F 2048 080 H 47 185 013 019
Brass QCA-12A-MSAE10 FEMALE A 38 149 34-6UNF D 461 181 C 8 326 05 107
QCA-12B-MSAE10 MALE E 3% 141 34A6UNF F 29 W4 H 56 220 027 046
Working Tarp ” A 38 149 11162UN D 461 188 C 8 326 06 107
E 3% 141 1V1612UN  F 29 114 H 56 220 029 046

ISO 8434-2

Connetion: not Allowed
Disconnection: not Allowed

QCA-20A-MSAE12 FEMALE
ISO 7241-A Push ~A
QCA-20B-MSAE12 MALE
(@A)

ISO6.3-50

Up to 250 Bar @ BSP - NPT - Metric - SAE
@ > S S MPa ‘ PSI ‘ MPa ‘ PS S
NBR - FKM Popet .
6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270

10 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270

125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500

25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600

N -!‘w 9N l‘/J % @ @ % é 315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
ﬁ @ © [\ B-dd O Loo- 40 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL 50 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

INDUSTRY EQUIPMENT VEHICLES INDUSTRY e

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions
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PRODUCTS [ OLEOCON .

POPPETTYPE - QCA SERIES TECHNICAL DRAWING
UNF MALE

jm

@D
@F
)-

‘ ’\ WEIGHT

COUPLING
GENDER

. QCA-25A-MSAE12 FEMALE A 46 181 11/16-12UN D 54 212 C 992 390 07 165
o QCA-25B-MSAE12 MALE E 4 161 11/16-12UN  F 3421 134 H 66 259 034 068
QCA-31A-MSAEL2 FEMALE A 55 216 1U1612UN D 68 267 C 172 48l 131 288
QCA-31B-MSAE12 MALE E 50 196  111612UN  F 449 49 H 75 295 051 112
", QCA-31A-MSAF16 FEMALE A 55 216 1516-12UN D 68 267 C 172 481 131 288
e}
CLICK HERE QCA-31B-MSAF16 MALE E 50 196 15/16-12UN  F 449 49 H 75 295 051 112
FOR 3D SECTION QCA-31A-MSAE20 FEMALE A 55 216 15/812UN D 68 267 C 172 461 131 288
QCA-31B-MSAE20 MALE E 50 196 15/812UN  F 449 49 H 75 295 051 112
QCA-40A-MSAE20 FEMALE A 70 275 15/8-12UN D 83 326 C 1342 528 266 585
Carbon Steel QCA-40B-MSAE20 MALE E 60 236 15/812UN  F 5493 216 H 84 330 09 21
Locking Ball System Up to 7571/ min Stainless Steel 40
Brass QCA-40A-MSAE24 FEMALE A 70 275 17812UN D 83 326 C 1342 528 266 585
QCA-40B-MSAE24 MALE E 60 236 17/8-2UN  F 5493 216 H 84 330 09 21
QCA-50A-MSAE24 FEMALE A 80 314 178-2UN D 99 389 C 1602 630 389 855
-209C /+90°C ISO 7241-A Push
. QCA-50B-MSAE24 MALE E 75 295 17/8-12UN  F 65 255 H 97 381 148 325
50
QCA-50A-MSAE32 FEMALE A 80 314 21/2-12UN D 99 389 C 1602 630 389 855
(;
@ Up to 250 Bar @ BSP - NPT - Metric - SAE Connetion: not Allowed QCA-50B-MSAE32 MALE E 75 295 212-12UN F 65 255 H 97 381 148 325
Disconnection: not Allowed
ISO-8434-2
WORKING PRESSURE BURST PRESSURE
@ 15063 - 50 NBR - FKM @) - : FEMALE COUPLE FEMALE
S ‘ MPa ‘ PS| ‘ MPa ‘ PS| ‘ MPa ‘ PS| ‘ MPa ‘ PS|
6 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
10 315 4567 315 4567 315 4567 126 18270 126 18270 126 18270
125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
Q(/b IRY! oA “/| @ 777 19 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
\ 1] 7 ~ < é 25 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
a @ @ OQ ) Loo- —
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL 315 20 2900 20 2900 20 2900 80 11600 80 11600 80 11600
NS EQUIPMENT VEHICLES INDUSTRY 40 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
50 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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PRODUCTS oleocon.com.tr

POPPET TYPE - QCB SERIES TECHNICAL DRAWING
BSP

COUPLING THREAD DIAMETER LENGTH WEIGHT

SCR ON S
DESCRIPTION |~ oeNpER SZEE) |

‘ mm ‘ inch ‘ inch ‘ mm ‘ inch

- QCB-6A-Gl14 FEMALE A 22 087 14" D 30 118 C 63 248 015 033
0,3
QCB-6B-Gl14 MALE E 19 075 14 F 14,15 0,56 H 41 161 0,05 011
n QCB-10A-G38 FEMALE A 24 094 3/8 D 35 138 C 645 254 016 035
QCB-10B-G38 MALE E 22 086 3/8 F 1905 075 H 45 177 0,06 013
CLICK HERE QCB-12A-G12  FEMALE A 30 118 12 D 44 173 C 743 292 027 059
FOR 3D SECTION QCB-12B-G12  MALE E 27 106 V2 F 235 092 H 47 185 009 019
QCB-20A-G34 FEMALE A 38 149 3/4" D 51 2 C 898 353 049 107
QCB-20B-G34 MALE E 36 141 3/4" F 314 124 H 56 2.2 021 046
Locking Ball System Corbon $tee‘ QCB-25A-G1 FEMALE A 46 181 i D 60 236 C 106 417 075 165
Up to 1891/ min Stainless Steel 25
Brass QCB-25B-G1 MALE E 41 161 T F 3775 149 H 66 259 031 0,68
ISO 1179-1
@ -20°C/+90°C ISO 7241-B @ Push
, WORKING PRESSURE BURST PRESSURE
COUPLE FEMALE MALE COUPLE FEMALE MALE
C > All d SIZ .
Up to 250 Bor BSP - NPT @ onnenen et Rt Mo | PSi | MPo | Pl | Mo | PSI | MPo | | Mo | psi | M | P
6 6 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
10 10 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
ISO 6.3-50 NBR - FKM [] Popet 125 125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
2 20 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
25 25 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800
40 40 6.3 914 6,3 914 6.3 914 25 3625 25 3625 25 3625
\ 50 50 5 725 5 725 5 725 20 2900 20 2900 20 2900
& L\ . A r .
- 1
) S R @ [y A
A @ © PN &34 O Loo- Jomle
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY
FLUDLOSS PER
RATED FLOW CONNECTING FORCE DISCONNECTING FORCE
DISCONNECT
- Do not connect or disconnect under residual pressure. PRES'DRQD L/MIN GPM
- To I S (kPa)
p quality elastomer seals provide maximum sealing.
- The external sealing ring ensures a solid connection and prevents disconnection due to vibration. 6 100 12 264 2 50 112 20 45
- The design prevents pressure drops and turbulences.
- Durable, safe, compact and easy to use design. 10 180 23 506 2 70 15 30 6.75
- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to 125 200 45 991 o5 90 2022 45 1011
enter into the system B ' ' ’ '
- Please make sure that the male and female parts are aligned properly to achive full connection. 20 200 106 2334 9 140 3146 50 11,23
25 250 189 4162 25 190 4269 58 1235
- Connection and disconnection under dynamic pressure is not allowed.
- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F. 315 200 288 6343 60 230 5168 65 146
- Make sure the system pressure is below the maximum working pressure. 40 200 379 8348 90 250 5617 70 15,73
- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system. .
- Please contact OLEOCON technical support for any further questions. 50 200 757 166,74 150 270 6067 80 1797
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oleocon.com.tr

PRODUCTS

By
OLEOCON

HYDRAULIC

POPPET TYPE - QCB SERIES TECHNICAL DRAWING

NPT

DIAMETER

mm

inch

LENGTH

mm

SR  OCB-6A-NPT14 FEMALE A - . 4" D - - c - . . .
QCB-6B-NPT14 MALE E - . woF - - H - . . .
BB OCB-10A-NPT38  FEMALE A 24 094 ¥ D 32 125 C 58 228 016 035
CLICK HERE QCB-10B-NPT38 MALE E 22 086 38 F 1723 067 H 40 157 006 013
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION QCB-I2ANPT12  FEMALE A 30 118 2 D 38 149 C 69 271 027 059
QCB-12B-NPT12 MALE E 27 106 12 F 2048 080 H 47 185 009 019
S o PO OCB20ANPT34 FEMALE A 38 149 34 D 461 181 C 83 326 049 107
Lockmggaou System Flow Rate Corbon Steel QCB-20B-NPT34 MALE E 36 141 34 Foo29 114 H 56 220 021 046
Up to 1891/ min Stainless Steel
Bross P CB-25A-NPTL FEMALE A 46 181 T D 5 212 C 992 390 075 165
QCB-25B-NPT1 MALE E 4 161 T F 3421 134 H 66 259 031 068
Working Temperature Interchange How to Connect
-20°C /+90 °C 1SO 7241-B Push

ONONCNC)

©@©@©0®

WORKING PRESSURE

BURST PRESSURE

) . FEMALE COUPLE FEMALE
Operating Pressure Available Threads LCJZ::retRoeslil;c:lAPHroesseL;re v o v o v o
i w MPa 0S| VIPa S MPa S
Up to 250 Bor BSP - NPT Disconnection: not Allowed
6 6 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
10 10 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
Sody Sizes Sealing Description Valve Type 5 125 25 3625 25 3625 25 3625 100 14500 100 14500 100 14500
ISO 6.3 -50 NBR - FKM Popet '
20 20 16 2320 16 2320 16 2320 64 9280 64 9280 64 9280
25 25 10 1450 10 1450 10 1450 40 5800 40 5800 40 5800
MAIN APPLICATIONS 40 40 6.3 914 63 914 63 914 25 3625 25 3625 25 3625
50 50 5 725 5 725 5 725 20 2900 20 2900 20 2900
N IN€ D[
<
@ © ORO) O too-
AGRICULTURE EARTH MOVING HYDRAULIC CONCRETE
EQUIPMENT VEHICLES

Z
o
3
=
[2 4
o
rd
£

WARNING

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system.

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system
- Please contact OLEOCON technical support for any further questions.

/3
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PRODUCTS oleocon.com.tr OLEOCON

PUSH PULL TECHNICAL DRAWING

DIAMETER LENGTH WEIGHT
COUPLING | THREAD [ | THREAD

DESCRIPTION - N ISb
GENDER TYPE mm SIZE(B) mm mm

PPB-12A-121 FEMALE M A 27 106 M18*1.5 D 38 149

O

1055 401 032 070
PPB-12B-12L MALE M A 27 106 M18*1.5 F 2048 08 H 895 352 014 030

ISO 8434-1

CLICK HERE CLICK HERE TECHNICAL DRAWING

FOR 3D SECTION FOR 3D SECTION

Carbon Steel
Locking Ball Up to 451/ min Stainless Steel
System Brass
@ -20°C/+100°C ISO 7241-A @ Push
Q
Up to 250 Bar BSP - Metric Connetion: not Allowed
Disconnection: not Allowed LENGTH WEIGHT
¢ - ~ COUPLING THREAD
DESCRIPTION X e
: GENDER TYPE mm 4 mm inch g o
ISO 12,5 NBR - FKM [] .
Popet s PP-12A-G12 FEMALE BSP A 27 106 172 D 38 149 C 69 271 03 066
£,0
QCA-12B-G12 MALE BSP E 27 106 1/2° F 2048 08 H 535 210 009 019
SO 1179-1

Q(,b IRY:! . “/| '
=\ 1] S J /111
A ©0) ETIANNGY: S 8o
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions

WARNING
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PRODUCTS [ OLEOCON .

PUSH PULL TECHNICAL DRAWING

B

F

D
D0 O

B

H A WEIGHT
UPLING | THREAD ——71 717 | /
NDER TYPE

mm inch

CLICK HERE PP-12A-121 FEMALE M A 27 106 1815 D 38 149 C 805 316 030 066
FOR 3D SECTION PP-12B-12L MALE M E 27 106 1815 F 2048 08 H 645 253 011 024
PP-12A-125 FEMALE M A 27 106 20115 D 38 149 C 815 32 031 068
) PP-12B-125 MALE M E 27 106 20115 F 2048 08 H 655 257 012 026
e 125 PP-12A-151 FEMALE M A 27 106 22115 D 38 149 C 815 32 031 068
é?ii”ﬁ o Up to 451/ min E:dess Steel PP-12B-15L MALE M E 27 1,06 22*15 F 2048 08 H 655 257 012 026
PP-12A-16S FEMALE M A 27 106 2415 D 38 14 C 835 328 031 068
M H
-20°C /+100°C

WORKING PRESSURE BURST PR

FEMALE FEM MALE

Connetion: not Allowed
Disconnection: not Allowed S MPa C MPa

Up to 250 Bar BSP - Metric

2% 3625 25 3625 25 3625 100 14500 100 14500 100 14500

PP-12B-16S MALE E 27 106 2415 F 20,48 08 675 265 012 026
ISO 7241-A Push SO 8434-1
ol
' :
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1SO 12,5

ONONCNC
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NBR - FKM
Popet

& . S @ 1111
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OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- Do not connect or disconnect under residual pressure.

- Top quality elastomer seals provide maximum sealing.

- The external sealing ring ensures a solid connection and prevents disconnection due to vibration.

- The design prevents pressure drops and turbulences.

- Durable, safe, compact and easy to use design.

- Please clean the mating surfaces thoroughly before connecting, in order to prevent contaminants to
enter into the system

- Please make sure that the male and female parts are aligned properly to achive full connection.

- Connection and disconnection under dynamic pressure is not allowed.

- Connection and disconnection is not allowed when the temperature of the circulating fluid is above 80°C / 176°F.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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PRODUCTS oleocon.com.tr OLEOCOM .

DUST COVERS

PL
GENDER

FEMALE

DESCRIP

QC-6A-PLGY

QC-10A-PLGY FEMALE

QC-12A-PLGY FEMALE DESCRIPTION

QC-20A-PLGY FEMALE QC-6B-PLG

QC-25A-PLGY FEMALE QC-10B-PLG MALE
QC-12B-PLG MALE
QC-20B-PLG MALE

QC-25B-PLG




PRODUCTS oleocon.com.tr

DUST COVERS

QC-12A-RPG FEMALE

COUPLING
GENDER

FEMALE

DESCRIPTION

QC-12A-PLG




PRODUCTS [ OLEOCON .

BALL VALVES - KV2 SERIES TECHNICAL DRAWING B | _

WARNING

BSP

WEIGHT
DESCRIPTIO

inch | mm mm mm inch | mm mm mm g | inch

KV2-10-G14 1/4 46 181 30 118 85) 137 75 295 38 149 42 016 10 039 108 574 76 299 045 099

10 KV2-10-G38 3/8 46 181 30 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 042 093

125 KV2-12-G12 12 51 2 39 137 40 157 825 324 415 163 5 019 10 039 108 748 82 322 062 137

20 KV2-20-G34 3/4 61 24 45 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 126 279

C L I C K H E R E KV2-25-G1 T 71 279 53 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 188 417
FO R 3 D S EC T | O N 25 KV2-25-G114 14 71 279 55 216 60 236 130 511 58 228 65 025 14 055 175 944 114 448 195 432

KvV2-25-G112 1172 71 279 55 216 60 236 136 535 58 228 65 025 14 055 175 956 114 448 205 455
1ISO 1179-1BSPP

High Strenght 5 WEIGHT
0, 0 &)
@ -20°9C/+80°C @ Carbon Steel DESCRIPTION
Stainless Steel =L = ~ _ _ ) 3 . S . -+ .
mm | inch ch | mm ch | mm mm : c ch | mm mm : e
KV2-10-NPT14 1/4 46 181 30 118 5] 137 75 295 38 149 42 016 10 039 108 574 76 299 045 099
10
KV2-10-NPT38 3/8 46 181 30 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 042 093
Up to 500 Bor BSP - NPT - SAE - Metric
125 KV2-12-NPT12 /2 51 2 35 137 40 157 825 324 415 163 5 019 10 039 108 748 82 322 062 137
20 KV2-20-NPT34 3/4 61 24 45 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 126 279
KV2-25-NPT1 I 71 279 55 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 188 417
25 '
DN10-25 @ NBR - FKM - PTFE - EPDM 2O KV2-25-NPT114 114 71 279 55 216 60 236 130 511 58 228 65 025 14 055 175 944 114 448 195 432
KV2-25-NPT112 11/2 71 279 53] 216 60 236 136 535 58 228 65 025 14 055 175 956 114 448 205 455

ASMEBL20.LNPT

WEIGHT
DESCRIPTION

mm | inch mm C nc nc c mm ch mm inch

éjb % @\\ “/J @ KV2-10-SAE4 7/16 UNF 46 181 30 118 €5 137 75 295 38 149 42 0.16 10 039 108 574 76 299 045 099
7E< :I: } D é 10
ﬂ @ e @~° Q \) LO-O— KV2-10-SAEE /16UNF 46 181 30 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 042 093
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL KV2-12-SAE8 3/4UNF 51 2 35 137 40 157 825 324 415 163 5 019 10 039 108 748 82 322 062 137
INDUSTRY EQUIPMENT VEHICLES INDUSTRY
- KV2-20-SAE12 11/16UN 61 24 45 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 126 279
KV2-25-SAE16 15/16 UN 71 279 55 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 188 417
25 KV2-25-SAE20 15/8UN 71 279 55 216 60 236 130 511 58 228 65 025 14 055 175 944 114 448 195 432
KV2-25-SAE24 17/8UN 71 279 55 216 60 236 136 536 58 228 65 025 14 055 175 956 114 448 205 455
- KV2 Series 2-Way Hydraulic Ball Valves are used to shut-off or open the flow passage, and their easy operation provides unrestricted flow. 1ISO11926-1
- The volumetric structure enables rapid and smooth flow and prevents cavitation.
- KV2 Series Ball Valves can be locked open or closed by changing the position of the lock plate. WORKING PRESSURE
- The internal ball is made of hard chrome coated steel and the seat is of delrin (POM). -
10(6)
MPa | Ps 5 | Mo | Pi | MR | P | Mo
* Please ensure that the flow rate is within the usual values 50 7250 50 7250 50 7250 40 5800 40 5800 35 5075 35 5075

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valves, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system

- Please contact OLEOCON technical support for any further questions.
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PRODUCTS [ OLEOCON .

BALL VALVES - KV2 SERIES TECHNICAL DRAWING
METRIC

WEIGHT

DESCRIPTION

inch mm mm | inch inch | mm

KV2-10-6L M1215 46 181 30 118 885 137 78 307 38 149 42 016 10 039 108 574 76 299 040 088

Kv2-10-8L M14*15 46 181 30 118 35 137 78 307 38 149 42 016 10 039 108 574 76 299 042 093

10 KV2-10-10L M16*15 46 181 30 118 & 137 80 314 38 149 42 016 10 039 108 574 76 299 043 095

Kv2-10-12L M1815 46 181 30 118 35 137 80 314 38 149 42 016 10 039 108 574 76 299 041 091

C L I c K H E R E 195 KV2-12-151 M22*15 51 2 ¥H 137 40 157 89 345 415 163 ] 019 10 039 108 748 82 322 060 133

’:O R 3 D S EC ‘l’ | O N KV2-12-18L M26*15 51 2 35 137 40 157 89 35 415 163 5 019 10 039 108 748 82 322 061 135

20 KV2-20-22L M30*2 61 24 45 177 55 216 95 374 50 196 6,5 025 14 055 175 87 110 433 125 277

KV2-25-28L M36*2 71 279 55 216 60 2,36 131 515 58 228 6,5 025 14 055 175 917 114 448 136 301

25 KV2-25-35L M45*2 71 279 55 216 60 236 133 623 58 228 6,5 025 14 055 175 944 114 448 195 432

High Strenght KV2-25-421 M522 71 279 55 216 60 236 148 582 58 228 65 025 14 055 175 956 14 448 245 543
-20°C/+80°C @ Carbon Steel ISO 8434 - 1

Stainless Steel

) WEIGHT
SIZE DESCRIPTION \
SCRIPTION /
Up to 500 Bar BSP - NPT - SAE - Metric DN mm | inch | mm | inch | mm inch | mm mm | inch | mm c c e
KV2-10-6S M14*15 46 181 30 118 & 137 82 322 38 149 42 016 10 039 108 574 76 299 045 099
KV2-10-85 M16"1.5 46 181 30 118 35 137 82 322 38 149 42 016 10 039 108 574 76 299 047 104
10
@ KV2-10-10S M1815 46 181 30 118 & 137 82 822 38 149 42 016 10 039 108 574 76 299 043 095
DN10-25 NBR - FKM - PTFE - EPDM
KV2-10-12S M2015 46 181 30 118 35 137 82 322 38 149 42 0.16 10 039 108 574 76 299 044 097
125 KV2-12-16S M24*15 51 2 €5 137 40 157 93 366 415 163 5 019 10 039 108 748 82 322 062 137
20 KV2-20-20S M30*2 61 24 45 177 55 216 99 389 50 196 65 025 14 055 175 87 110 433 130 288
KV2-25-25S5 M36*2 71 279 55 216 60 236 135 53 58 228 65 025 14 055 175 917 114 448 140 310
25 KV2-25-30S M42*2 71 279 55 216 60 236 141 555 58 228 65 025 14 055 175 944 114 448 204 452
“ / , KV2-25-38S M52*2 71 279 55 216 60 236 160 629 58 228 65 025 14 055 175 956 114 448 249 552
S e ) f
AL Oler | A e S8 oo
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY WORKING PRESS

MPa
50 7250 50 7250 50 7250 40 5800 40 5800 35 5075 35 5075

- KV2 Series 2-Way Hydraulic Ball Valves are used to shut-off or open the flow passage, and their easy operation provides unrestricted flow.
- The volumetric structure enables rapid and smooth flow and prevents cavitation.

- KV2 Series Ball Valves can be locked open or closed by changing the position of the lock plate.

- The internal ball is made of hard chrome coated steel and the seat is of delrin (POM).

- Please ensure that the flow rate is within the usual values.

* Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valves, when the working temperature is lower than -20°C or higher than +50°C.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions.
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PRODUCTS oleocon.com.tr OLEOCON

BALL VALVES - KV3L SERIES TECHNICAL DRAWING |
METRIC

§ WEIGHT
SIZE | DESCRIPTION

DN inch mm mm | inch inch | mm g | inch

KV3L-10-6L M121.5 46 181 46 118 85 137 78 307 38 149 42 016 10 039 108 574 76 299 045 099

KV3L-10-8L M14°15 46 181 46 118 35 137 78 307 38 149 42 016 10 039 108 574 76 289 044 097

KV3L-10-10L MI6"15 46 181 47 118 85 137 80 314 38 149 42 016 10 039 108 574 76 299 047 104

KV3L-10-12L MI1815 46 181 47 118 35 137 80 314 38 149 42 016 10 039 108 574 76 299 046 102

C L I c K H E R E KV3L-12-15L M22°1.5 51 2 54 137 40 157 89 85 415 163 5 019 10 039 108 748 82 322 071 157
FO R 3 D S EC ‘l’ | O N KV3L-12-18L M26*1.5 51 2 54 137 40 157 89 35 415 163 5 019 10 039 108 748 82 322 072 159
KV3L-20-221 M30*2 61 24 57 177 55 216 99 374 50 196 65 025 14 055 175 87 110 433 125 277

KV3L-25-28L M36*2 71 279 85 216 60 236 131 515 58 228 65 025 14 055 175 917 114 448 146 324

KV3L-25-35L M4572 71 279 86 216 60 236 133 523 58 228 65 025 14 055 1756 944 114 448 275 610

High Strenght KV3L-25-42L Mb52*2 71 279 94 216 60 236 148 582 58 228 65 025 14 055 175 956 114 448 335 743

-20°C/+80°C Carbon Steel IS0 8434 -1

Stainless Steel

. WEIGHT
Slze DESCRIPTION A
Up to 500 Bar BSP - NPT - SAE - Metric DN - ’ mm | inch | mm | inch | mm c inch | mm mm | inch | mm c c e

O,
O,
©

KV3L-10-6S M1415 46 181 48 118 35 137 82 322 38 149 42 016 10 039 108 574 76 299 050 111

KV3L-10-8S M161.5 46 181 48 118 35 137 82 322 38 149 42 016 10 039 108 574 76 299 050 111

DN10-25 NBR - FKM - PTEE - EPDM 10 KV3L-10-10S M1815 46 181 49 118 85 137 82 322 38 149 42 016 10 039 108 574 76 2% 047 104
KV3L-10-125 M20715 46 181 49 118 35 137 82 322 38 149 42 016 10 039 108 574 76 299 049 108

12.5 KV3L-12-16S M241.5 51 2 56 137 40 157 93 366 415 163 8 019 10 039 108 748 82 322 072 159

20 KV3L-20-20S M30*2 61 24 59 177 55 216 103 389 50 196 65 025 14 055 175 87 110 433 140 310

KV3L-25-255 M36*2 71 279 87 216 60 236 135 &2l 58 228 65 025 14 055 175 917 114 448 150 33

25 KV3L-25-30S M42°2 71 279 90 216 60 236 141 555 58 228 65 025 14 055 175 944 114 448 284 630

KV3L-25-38S M52*2 71 279 100 216 60 236 160 629 58 228 65 025 14 055 175 956 14 448 340 754

é}b IRY: A [] /J IS0 8434 -1
o Bl B &

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY IS
WORKING PRES

MPa
50 7250 50 7250 50 7250 40 5800 40 5800 35 5075 35 5075

- OLEOCON L Port 3 Way Ball Valves direct the flow from the inlet port to one of the 2 outlet ports, without restricting the flow.
- The volumetric structure enables rapid and smooth flow and prevents cavitation

- KV3 Series Ball Valves can be locked open or closed by changing the position of the lock plate

- The internal ball is made of hard chrome coated steel and the seat is of delrin (POM)

- Please ensure that the flow rate is within the usual values

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valves, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system

- Please contact OLEOCON technical support for any further questions

WARNING
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PRODUCTS [l OLEOCON .

BALL VALVES - KV3L SERIES TECHNICAL DRAWING
BSP - NPT - UNF P

\,

LI

©

D
N\
©

c

WEIGHT
DESCRIPTION
mm m mm | inch | mm | inch mm mm | inch | mm

KV3L-10-G14 1/4 46 181 40 118 e5 137 75 295 38 149 42 016 10 039 108 574 76 299 048 106

10
KV3L-10-G38 3/8 46 181 40 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 045 099
C L I C K H E R E 125 KV3L-12-G12 12 51 2 50 137 40 157 825 324 415 163 5 019 10 039 108 748 82 322 066 146
’:O R 3 D S EC T | O N 20 KV3L-20-G34 314 61 24 60 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 131 290
KV3L-25-G1 T 71 279 76 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 187 415
25 KV3L-25-G114 114 71 279 90 216 60 236 130 511 58 228 65 025 14 055 175 944 114 4,48 280 6,21
KV3L-25-G112 1172 71 279 90 216 60 236 136 535 58 228 65 025 14 055 175 956 114 448 290 643

High Strenght
-20°C /+80°C Carbon Steel ISO 1179-1 BSPP

Stainless Steel

WEIGHT

DESCRIPTION

mm mm mm nc mm mm mm mm mm inch

Up to 500 Bar BSP - NPT - SAE - Metric

@ KV3L-10-NPT14 1/4 46 181 40 118 €5} 137 7 2805 38 149 42 016 10 039 108 574 76 299 048 106
KV3L-10-NPT38 3/8 46 181 40 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 045 099
‘ 125 KV3L-12-NPT12 172 51 2 50 137 40 157 825 324 415 163 5 019 10 039 108 748 82 322 066 146

20 KV3L-20-NPT34 3/4 61 24 60 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 131 290

O

DN10-25 NBR - FKM - PTFE - EPDM

ONONC

KV3L-25-NPT1 I 71 279 76 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 187 415

25 KV3L-25-NPT114 114 71 279 90 216 60 236 130 511 58 228 65 025 14 055 175 944 114 448 280 621

KV3L-25-NPT112 1172 71 279 90 216 60 236 136 5,35 58 228 65 025 14 055 175 956 114 448 290 643

ASMEBL20.INPT
WEIGHT
‘ il DESCRIPTION A

é;b - [ @\\ “/J @ ? inch C mm C mm | inch nc mm nc n ch 5 mm

;ﬂ l\ @ e _djﬂ e © Q \) OO s KV3L-10-SAE4 7/16 UNF 46 181 40 118 E6) 137 75 295 38 149 42 016 10 039 108 574 76 299 048 106
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL 10

INDUSTRY EQUIPMENT VEHICLES INDUSTRY KV3L-10-SAE6 9/IBUNF 46 181 40 118 35 137 75 205 38 149 42 016 10 039 108 574 76 299 045 099
125 KV3L-12-SAE8 3/4UNF 51 2 50 137 40 157 825 324 415 163 5] 019 10 039 108 748 82 322 066 146
20 KV3L-20-SAE12 11/18UN 61 24 60 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 131 290

KV3L-25-SAE16 15/16 UN 71 279 76 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 187 415

25 KV3L-25-SAE20 15/8 UN 71

N
~
©
©
=}

216 60 236 130 511 58 228 6,5 025 14 055 175 944 114 448 280 621
- OLEOCON L Port 3 Way Ball Valves direct the flow from the inlet port to one of the 2 outlet ports, without restricting the flow.

- The volumetric structure enables rapid and smooth flow and prevents cavitation.

 KV3 Series Ball Valves can be locked open or closed by changing the position of the lock plate. 1SO 11926-1
- The internal ball is made of hard chrome coated steel and the seat is of delrin (POM).

KV3L-25-SAE24 17/8UN 71

N
~
©
©
S

216 60 236 136 535 58 228 65 025 14 055 175 956 114 448 290 643

WORKING PRESSURE

- Please ensure that the flow rate is within the usual values

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
* Please do not touch the valves, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit. 50 7250 50 7250 50 7250 40 5800 40 5800 35 5075 35 5075
- Please ensure the alignment and full connection of the assembly parts

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system

- Please contact OLEOCON technical support for any further questions

WARNING
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PRODUCTS [l OLEOCON .

BALL VALVES - KV3T SERIES TECHNICAL DRAWING

BSP - NPT - UNF oL
K

WEIGHT
DESCRIPTION

mm | inch | mm | inch mm mm | inch | mm
KV3T-10-G14 1/4 46 181 40 118 e5 137 75 295 38 149 42 016 10 039 108 574 76 299 048 106
10 KV3T-10-G38 3/8 46 181 40 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 045 099
C L I C K H E R E 125 KV3T-12-G12 12 51 2 50 137 40 157 825 324 415 163 ) 019 10 039 108 748 82 322 066 146
’:O R 3 D S EC T | O N 20 KV3T-20-G34 314 61 24 60 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 131 290
KV3T-25-G1 il 71 279 76 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 187 415

()]

KV3T-25-Gl114 11/4 71 279 90 216 60 236 130 511 58 228 65 025 14 055 175 944 114 4,48 280 621
KV3T-25-G112 1172 71 279 90 216 60 236 136 535 58 228 65 025 14 055 175 956 114 448 290 643
High Strenght

Carbon Steel ISO 1179-1 BSPP

: Stainless Steel

-20°C/+80°C

@ Up to 500 Bar

WEIGHT

DESCRIPTION

mm mm nc mm mm mm mm mm inch

BSP - NPT - SAE - Metric

KV3T-10-NPT14 1/4 46 181 40 118 €5} 137 7 2805 38 149 42 016 10 039 108 574 76 288 048 106
10 KV3T-10-NPT38 3/8 46 181 40 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 045 099
125 KV3T-12-NPT12 172 51 2 50 137 40 157 825 324 415 163 5 019 10 039 108 748 82 322 066 146
DN10-25 @ NBR L FOM . PTFE - EPDM 20 KV3T-20-NPT34 3/4 61 24 60 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 131 290
KV3T-25-NPT1 I 71 279 76 216 60 236 116 456 58 228 65 025 14 055 175 917 114 448 187 415
25 KV3T-25-NPT114 114 71 279 90 216 60 236 130 511 58 228 65 025 14 055 175 944 114 448 280 621
KV3T-25-NPT112 1172 71 279 90 216 60 236 136 5,35 58 228 65 025 14 055 175 956 114 448 290 643
ASMEBL20INPT

WEIGHT

M DESCRIPTION

inch C mm < mm inch nc mm nc N cn mm 5 mm

KV3T-10-SAE4 7/16 UNF 46 181 40 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 048 106

N S R O

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL 10
INDUSTRY EQUIPMENT VEHICLES INDUSTRY KV3T-10-5AE6  9/I6UNF 46 181 40 118 35 137 75 295 38 149 42 016 10 039 108 574 76 299 045 099
1255 KV3T-12-SAE8 3MUNF 5L 2 50 137 40 157 85 324 415 163 5 019 10 039 108 748 8 322 066 146
20 KV3T-20-SAF12  11/16UN 61 24 60 177 55 216 92 362 50 196 65 025 14 055 175 87 110 433 131 290
KV3T-25SAF16  15/16UN 71 279 76 216 60 236 116 456 58 228 65 025 14 055 175 917 14 448 187 415
25 KV3T-255AE20  15/8UN 71 279 90 216 60 236 130 511 58 228 65 025 14 055 175 944 114 448 280 621

- OLEOCONT Port 3 Way Ball Valves direct the flow from the inlet port to one or both of the 2 outlet ports, without restricting the flow.

- The volumetric structure enables rapid and smooth flow and prevents cavitation.

- KV3 Series Ball Valves can be locked open or closed by changing the position of the lock plate. ISO 11926-1
- The internal ball is made of hard chrome coated steel and the seat is of delrin (POM).

KV3T-25-SAE24 17/8UN 71 279 90 216 60 236 136 535 58 228 65 025 14 055 175 956 114 448 290 643

WORKING PRESSURE

- Please ensure that the flow rate is within the usual values.
- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valves, when the working temperature is lower than -20°C or higher than +50°C.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit. 50 7250 50 7250 50 7250 40 5800 40 5800 35 5075 35 5075

- Please ensure the alignment and full connection of the assembly parts.

WARNING

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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SWIWEL JOINT - SJS SERIES STRAIGHT TECHNICAL DRAWING

|

|

Hex LENGTH DIAMETER

THREAD SIZE

mm mm mm

A 32 125 C 14 E 735 289 G 16 082
SJS-6-GLAM 027 059
B 13 05 D 14 F 195 076 H 24 094
CLICK HERE e A 3 141 C 38 E g 38 6w oM
o B 15 059 D 38 F 2 08 H 26 102 '
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION A @ 1 ¢ 12 E @ as G 2 0w
SJS-12-G12M 053 116
B 19 o4 D 12 F 25 098 H 32 125
A 55 216 C 34 E 108 425 G 29 114
— SJ5-19-G34M 106 233
Working Temperature Yol B 27 106 D 34 F 22 110 H 38 149
-20°C/+80°C Stainless Steel A 60 236 C 1 E 123 484 G 36 141
Bross SJS-25-GIM 135 297
B 32 125 D 1 F 2 125 H 44 173

ISO 8434-6 - 1ISO 1179-1

MPa

Sealing Description

NBR - FKM

Available Sizes
From1/4"to 1"

Operating Pressure Available Threads
Up to 350 Bar BSP ODY WORKING FRESSL ST

MAIN APPLICATIONS

i@
B-da
EARTH MOVING

- SJS Series Hydraulic Straight Swivel Joints are mounted between a moving hose end and a fixed component to prevent hose damage by compensating
the torsion and twisting.

- SJS Series Hydraulic Straight Swivel Joints are not suitable for fast or continuous rotations.They are suitable for slow rotations and high pressure
applications.

- Safe and easy-to-use.
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- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the product, when the working temperature is lower than -20°C or higher than +50°C.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions.

WARNING

e 94
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SWIWEL JOINT - SJE SERIES ELBOW TECHNICAL DRAWING

Hex LENGTH DIAMETER

mm nch mm mm

CLICK HERE
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION

Material

Working Temperature Carbon Steel

-20°C/+80°C

Stainless Steel
Brass

Operating Pressure @ Available Threads

T > W > W > W > W >

o O o O o O o O o O

m M M m M m M m M m
I @ T @ T f@F I @GN T N

Up to 350 Bar BSP

KING PR ; BURST PRESSURE

Available Sizes Sealing Description MPa ) MPa PS|
From1/4"to 1" NBR - FKM 6

MAIN APPLICATIONS

ﬁ 4////2 3 é
OIL & GAS VEHICLES CHEMICAL
INDUSTRY

- SJE Series Hydraulic Elbow Swivel Joints are mounted between a moving hose end and a fixed component to prevent hose damage by compensating
the torsion and twisting.

- SJE Series Hydraulic Elbow Swivel Joints are not suitable for fast or continuous rotations.They are suitable for slow rotations and high pressure
applications

- Safe and easy-to-use.
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- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the product, when the working temperature is lower than -20°C or higher than +50°C.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions.

WARNING

95
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UNIDIRECTIONAL FLOW CONTROL VALVES - FUV SERIES TECHNICAL DRAWING

WARNING

- - __
. /\
E
s
) WORKING . S
B LENGTH ' RATED FLOW WEIGHT
SCRPTION | TH A) | THREADSIZE (B) PREEnsure
CLICK HERE ‘ mm ‘ Inch ‘ ‘ mm ‘ inch ‘ MPa ‘ psi ‘ //min ‘ gpm ‘ kg ‘ los
c 30 E 70 275 HL 88 346
FOR 3D SECTION 3% 50755 20 52 055 121
D 25 098 F 32 125 H2 97 381
c 30 118 E 70 275 HL 88 346
35 5075 20 52 055 1210
D 25 098 F 32 125 H2 97 381
c 30 118 E 70 275 HL 88 346 ; , . S 0
, , Carbon Steel 5 5075 5 55 121
-20°C/+80°C arben otee D 25 098 F 3 125 H2 97 38
c 30 118 E 80 314 HL 88 346
OL-10-Fl 35 5075 30 79 057 1254
D 25 098 F 32 125  H2 97 381
c 30 118 E 80 314 HL 88 346
Up to 250 Bar BSP - NPT - SAE 35 5075 30 79 057 1254
D 25 098 F 32 125 H2 97 381
c 30 118 E 80 314 HI 88 346
M20", 35 5075 30 79 057 1254
@ D 25 098 F 32 125 H2 97 381
From 1/4" to 1/2" NBR c 35 137 E 9P 35 HL 94 37
35 5075 50 132 069 1518
D 30 118 F 32 125 H2 103 405
c 35 137 E 9 35 HL 94 37
OL-12-FU 35 5075 50 132 089 1518
D 30 18 F 32 125  H2 103 405
c 35 137 E 9D 35 HL 94 37
35 5075 50 132 069 1518
D 30 118 F 32 125 H2 103 405

Q/,b IRV A “/\ '
N <
B D% LN &ou S &S
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- FUV Series Hydraulic Unidirectional Flow Control Valves regulate the flow rate in one direction, while allowing free flow in the opposite direction
- The control knob enables reliable and easy flow adjustment.

- The setscrew on the knob locks the position of the knob and prevents the position changes due to vibration.

- They are widely used, especially in industrial units and elevating work platforms, since they provide precise control of the flow rate.

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valve, when the working temperature is lower than -20°C or higher than +50°C.

- Make sure the system pressure is below the maximum working pressure

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit

- Please ensure the alignment and full connection of the assembly parts

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions
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BIDIRECTIONAL FLOW CONTROL VALVES - FCV SERIES TECHNICAL DRAWING

WARNING

A B

H2

LENGTH

TH A) | THREAD

mm ‘ Inch ‘ ‘ mm ‘ inch ‘ MPa ‘ psi ‘ I/min ‘ gpm ‘ ] ‘ los

CLICK HERE
C 30 E 5 216 HL 8 346
FOR 3D SECTION 0L-06 35 5075 20 52 047 1034
D 25 088 F 32 125 H2 9 38
C 3 118 E 5 216 H 8 346
35 5075 20 52 047 1034
D 25 088 F 32 125 H2 9 38
C 3 118 E 5 216 H 8 346
207C/80tC Corbon Sree b 25 o F 32 125 2 o s o oo % I
C 3 118 E 55 216 HL 8 346
3 5075 30 79 045 099
D 25 088 F 32 125 H2 97 38l
C 3 18 E 55 216 H 8 346
Up to 250 Bor BSP - NPT - SAE 35 5075 30 79 045 099
D 25 088 F 32 125 H2 97 38l
C 30 118 E 5 216 H 8 346
OL-10- 3% 5075 30 79 045 099
@ D 25 088 F 32 125 H2 97 38l
From 1/4" to 1/2" NBR C 3 13 E 65 255 H 9% 37
35 5075 50 132 054 1188
D 3 18 F 32 125 H2 103 405
C 3 1% E 65 255 H 94 37
35 5075 50 132 054 1188
D 30 118 F 32 125 H2 103 405
C 3 13 E 65 255 H 94 37
3/14-16 UNF 3 5075 50 132 054 1188
D 30 118 F 32 125 H2 103 405

—\

Q’,b “ i N “/

N <J

B D% LN &ou
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- FCV Series Hydraulic Bidirectional Flow Control Valves regulate the flow rate in both directions.

- The control knob enables reliable and easy flow adjustment.

- The setscrew on the knob locks the position of the knob and prevents the position changes due to vibration.

- They are widely used, especially in industrial units and elevating work platforms, since they provide precise control of the flow rate

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valve, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system

- Please contact OLEOCON technical support for any further questions.
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DOUBLE ACTION ONE WAY HAND PUMP TECHNICAL DRAWING

WARNING
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CLICK HERE
FOR 3D SECTION

-20°C/+80°C BSP
A @K
(rnm)
mm mm mm mm
@ NBR B c E ©
Up to 310 Bor ’ 85 25 2950 6490 31 4496
L 560 2204 D 230 905 F 95 374 H 115 452
B 40 157 C 115 452 B 50 196 G 71 279
85 45 3000 6600 15 2175
L 560 2204 D 230 905 F 95 374 H 115 452
25cctodbce GGG40

& IRV G |‘/| '
=\ 11) s < 111
w Oro BEAN 6 S:=¢
OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- OLEOCON Double Action One Way Hand Pumps are suitable for single acting cylinders.

- They have 2 sizes (25 cc and 45 cc) and 2 handle options, in order to provide precise control over various loads and systems.
- The body is made of cast-iron and the spool is nickel- plated.

- Easy-to-use.

* Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the product, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit

- Please ensure the alignment and full connection of the assembly parts

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions
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SINGLE ACTION ONE WAY HAND PUMP TECHNICAL DRAWING
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’ CLICK HERE
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION

PORTA

Working Temperature Available Threads AL mm

-20°C /+80°C BSP

Operating Pressure © Sealing Description
Up to 310 Bar NBR

Available Sizes Material
25 cc GGG40

MAIN APPLICATIONS

& II/‘ [Ii] // 3 é
{0} S\
ﬁ © OFo)d
OIL & GAS AGRICULTURE EARTH MOVING VEHICLES CHEMICAL
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WARNING

- OLEOCON Single Action One Way Hand Pumps are suitable for single acting cylinders.

- They have 2 handle options, in order to provide precise control over various loads and systems.
- The body is made of cast-iron and the spool is nickel- plated.

- Easy-to-use.

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
* Please do not touch the product, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system

- Please contact OLEOCON technical support for any further questions.
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DOUBLE ACTION TWO WAY HAND PUMP TECHNICAL DRAWING

WARNING

- 1 1
T T

CLICK HERE
FOR 3D SECTION -

-20°C / +80°C BSP % T T
11
Up to 310 Bar © NBR

25ccto45cc GGG40

SIZE DESCRIPTION PO

(mm)
mm

B <€ E G

85 25 2950 6490 31 4496
L 560 2204 D 230 905 F 95 374 H 115 452
B 40 157 € 115 452 E 50 196 G 71279

85 45 3000 6600 15 2175
L 560 2204 D 230 905 F 95 374 H 15 452

& 1\ N A '
i S < 1111
A Do BEEAN 6o S Se
OIL& GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

- OLEOCON Double Action Two Way Hand Pumps are suitable for double acting cylinders

- They have 2 sizes (25 cc and 45 cc) and 2 handle options, in order to provide precise control over various loads and systems
- The body is made of cast-iron and the spool is nickel- plated

- Easy-to-use

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the product, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit

- Please ensure the alignment and full connection of the assembly parts

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions
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CHECK VALVE TECHNICAL DRAWING

e

f ",f . T -

k , - |

Hex LENGTH

mm mm

63 CV-6-Gl4 A 19 074 1/4” C 57 224 015 033
10 CV-10-G38 A 24 094 3/8 C 58 228 016 035
1 CV-12-G12 A 30 118 12 C 69 271 027 059
/ CV-20-G34 A 38 149 3/4 C 83 326 049 107
CLICK HERE 2 Cv-25G1 A 4 181 r c 992 390 075 165
) CV-31-Gl14 A 55 216 114" C 1172 461 131 288
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION
/ CV-40-G112 A 70 275 112" C 1342 528 266 585
CV-50-G2 A 80 314 2 C 1602 630 389 855
Material ISO1179-1
Working Temperature Flow Rate Carbon Steel Loy THREAD LENGTH
_20°C /+80°C Up to 7501/ min Stainless Steel - ) OTION
mm mm
63 CV-B-NPT4 A 19 074 14 C 57 224 015 033
1 CV-10-NPT38 A 24 094 3/8' C 58 228 016 035
Operating Pressure Available Threads VNPT P s U c - - 027 059
1 =124 . . 3 ! !
Up to 250 Bar BSP - NPT - SAE
CV-20-NPT34 A 38 149 34 C 83 326 049 107
CV-25-NPT1 A 46 181 T C 992 390 075 165
CV-31-NPT114 A 55 216 114" C 1172 461 131 288
Available Sizes Sealing Description
" " 4 CV-40-NPT112 A 70 275 11/2° C 1342 528 266 585
From 1/4" to 2 NBR - FKM
50 CV-50-NPT2 A 80 314 2 C 160,22 630 389 855
ASMEBL20.1NPT
Hex LENGTH
MAIN APPLICATIONS IPTION
g mm mm kg o
- 63 CV-6-SAE4 A 19 074 7/16 UNF C 57 224 015 033
é 10 CV-10-SAE6 A 24 094 9/16 UNF C 58 228 016 035
CV-12-SAE 8 A 30 118 3/4 UNF C 69 271 027 059
CHEMICAL
INDUSTRY / CV-20-SAE12 A 38 149 11/16 UN C 83 326 049 107
CV-25-SAE16 A 46 181 15/16 UN C 992 390 075 165
CV-31-SAE20 A 55 216 15/8UN C 1172 461 131 288
CV-40-SAE24 A 70 275 17/8UN C 1342 528 266 585
- OLEOCON Check Valves can be used to prevent flow in one direction or to produce a backpressure in the system. They can also be connected to the system as a by-pass CV-50-SAE32 A 80 314 21/2UN c 1602 630 389 855

of another system component. 1SO 11926-1
- OLEOCON Check Valves have a cracking pressure of 0.5 Bar, but it can be customised upon request.

- Compact and slim design

- Easy-to-use.

4
o
3
=
[2 4
o
rd
£

* Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valve, when the working temperature is lower than -20°C or higher than +50°C.

* Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions.

WARNING
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HOSE BURST SAFETY VALVE TECHNICAL DRAWING
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ORDERING CODE Ch WEIGHT (Kg/lbs)
CLICK HERE HPV-101 1/4° BSP 47 (1,85) 19(075) 0,08 (0,176)
TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION
HPV-102 3/8"BSP 46(1.82) 22 (0.86) 010(0.22)
W Flow Rate al HPV-103 1/2" BSP 51(2,01) 27 (1,06) 0.16 (0.35)
lemperature ! . Carbon Steel
-20°C/+80°C pto min Stainless Steel HPV-104 3/4"BSP 62 (2.45) 36 (142) 0,34 (0.74)
HPV-105 1'8SP 65 (2,56) 41(162) 0,44 (0,96)

Available
5\;,:; ©
From1/4"to 1"

MAIN APPLICATIONS

NBR - FKM

t(/b @ @ g % TECHNICAL CHARACTERISTICS mm (inch)
ﬁ oo
OlL & GAS CONCRETE CHEMICAL
VEHICLES INDUSTRY
HPV-101K 1/4" BSP 8.2(0.32) 25(0.10) 8(0,32) 1.5 (0,06) 0.006 (0.013)
= HPV-102K 3/8"BSP 10,4 (0.41) 3(0.12) 10,5 (0.41) 2(0,08) 0,013(0,028)
9 - OLEOCON Hose Burst Safety Valves prevent the sudden fall of the load in the event of a hose burst, by obstructing the sudden pressure drop in the cylinder.
z - Cartridge and Inline Type Hose Burst Safety Valves are mounted directly into the cylinder. HPV-103K 1/2" BSP 12 (0.47) 4(0.16) 13 (0.51) 2 (0.08) 0.025 (0,055)
> - Hose Burst Safety Valves are normally open valves. However, when a hose bursts, instant increase in the flow overcomes the force of the spring that keeps the valve open,
[2 4 pushes the washer to close the line and cuts the flow.
8 - Safe and easy-to-use. HPV-104K 3/4" BSP 15,5 (0.61) 6(0.24) 18 (0,71) 2(0,08) 0,05 (0,11)
r4
HPV-105K 1"BSP 21(0.83) 7(0.28) 20(0.79) 4(0.16) 0,097 (0.21)

- Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valve, when the working temperature is lower than -20°C or higher than +50°C

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

ISO 8434-6 - 1SO 1179-1

O
2
4
<
-

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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DOUBLE ACTING

PILOT OPERATED CHECK VALVE TECHNICAL DRAWING

0O

2

TECHNICAL CHARACTERISTICS mm (inch)

CLICK HERE TLV-10-M18  3/8 BSP 20 15 34 93 68 M18x1.5 6.5 40 725 30 24 0.64 (1.40)

reeHnieALFeATURES Avp opTions

Working

ISO-8434-1 ISO1179-1BSPP

low Rate Material

Up to 351/ min Carbon Steel

Temperature

-20°C/+80°C

Pressure

Up to 350 Bar Metric
Available Sealing
Sizes @ Description
Metric 12 L NBR

MAIN APPLICATIONS

)
2
OIL & GAS

- OLEOCON Double Acting Pilot Operated Check Valves allows free-flow in one direction and blocks the flow in the other direction unless pilot pressure is
applied.

- The internal components undergo heat treatment, in order to provide excellent sealing.

- Easy-to-use.
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* Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valve, when the working temperature is lower than -20°C or higher than +50°C.

* Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

WARNING

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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DOUBLE ACTION

PILOT OPERATION CHECK VALVE

CLICK HERE

TECHNICAL FEATURES AND OPTIONS FOR 3D SECTION

ow Rate Material

Up to 501/ min Carbon Steel

['emperature

-20°C/+80°C

( iting
essure
Up to 350 Bar

Sealing

S

Description

NBR

From 1/4" to 1/2"

MAIN APPLICATIONS
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2
OIL & GAS
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WARNING

- OLEOCON Double Acting Pilot Operated Check Valves allows free-flow in one direction and blocks the flow in the other direction unless pilot pressure is
applied.

- The internal components undergo heat treatment, in order to provide excellent sealing.

- Easy-to-use.

* Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)

- Please do not touch the valve, when the working temperature is lower than -20°C or higher than +50°C.

- Make sure the system pressure is below the maximum working pressure.

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit.

- Please ensure the alignment and full connection of the assembly parts.

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.
- Please contact OLEOCON technical support for any further questions.
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TECHNICAL DRAWING

TECHNICAL CHARACTERISTICS nm (inch)

TLV-06-G14  1/4 BSP 27 11,75 46,75 585 25 40 11,25 6.5 06 (1.32)
TLV-10-G38  3/8 BSP 295 15 53 68 30 40 725 6.5 0,66 (1,45)
TLV-12-G12  1/2 BSP 36 16,5 5615 70 30 50 10 7 0.85(1.87)

STEEL BODY

ISO 1179-1BSPP
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RELIEF VALVES TECHNICAL DRAWING
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CLICK HERE
FOR 3D SECTION

)RKING PREASURE

PRODUCT CODE

mm mm mm mm

Up to 50 1/ min Aluminum
-20°9C /+80°C

Up to 350 Bar @ BSP
From 1/2" ‘: NBR

> A% A @ /111
m Qe %& o S @E &S

OIL & GAS AGRICULTURE HYDRAULIC EARTH MOVING HYDRAULIC CONCRETE VEHICLES CHEMICAL
INDUSTRY EQUIPMENT VEHICLES INDUSTRY

pS-401 172" 41 5946 /2 /2" 174" M24x15 60 60 40 97.2 0.5 11

Oeo

- PS401 Series Hydraulic Pressure Relief Valves act as a part of the control system in hydraulic systems.

- They are used to control and limit the pressure in hydraulic circuits.

- When the system gets overloaded, Pressure Relief Valve opens and redirects the excess flow back into the hydraulic reservior, in order to keep the
pressure constant.

* Please do not expose to abnormal operating conditions. (E.g. oscillations, impulse pressures, water hammering, cavitation, and proportions of solid materials and abrasives)
- Please do not touch the valve, when the working temperature is lower than -20°C or higher than +50°C.

- Make sure the system pressure is below the maximum working pressure

- Please ensure the cleanliness of all connection surfaces to avoid dirt or dust accumulation in the circuit

- Please ensure the alignment and full connection of the assembly parts

- Please ensure that the OLEOCON product you have chosen is compatible with the temperature , material and pressure requirements of your system.

- Please contact OLEOCON technical support for any further questions


https://oleocon3d.agorsoftware.com/urun2-basinc-emniyet-valfi_71

Fevzi Cakmak Mah. Sila Cad. Elit Sanayi
Sitesi B Blok No:48/F Karatay/KONYA

sales@olchydraulic.com

www.oleocon.com.tr
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